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深圳市联创成科技有限公司

SPECFICATION FOR APPROVAL

承 认 书

CUSTOMER

客户名称:

DESCRIPTION

品名规格: OTG转接线

CUSTOMER PART NO.

客户料号:

THY NUMBER/TYPE

料号:

公 司 确 认 栏

INTERNAL CONFIRMATION

客 户 确 认 栏

CUSTOMER CONFIRMATIO

工程部

ENGINEERING DEPT.

业务部

SALES DEPT.

审核

AUDITOR

彭健 陈毅

公司地址：深圳市福田区赛格广场 55 层 07A 室

工厂地址：深圳市龙岗区荷树路金鹏工业区 15 号厂房 5楼

TEL: 0755-82533240
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1. CONNECTION（接线方式）:

5

1
红

白

绿

黑

2. DRAWING外观图(UNIT:MM)
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3. BOM（材料表）

序

号
（名称） 数量 材料 颜色

1 插头 1 Mcro5Pin
2 插头 1 CBM04A母 银色

3 线材 1 4.0/4C带胶皮线 红/白/绿/黑
4 包装袋 1 7×10cm PE袋

4. BOM（材料表）

红 白

绿
黑

O D 4.0 ±0.1(黑)

5.包装(unit:mm)

重量 11.4g PE 70*100
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6.General Characteristics:

6.1 Vibration Resistance
震动抗力

Nodefaults are found after vibration for 1hour . In each thre

Three orientations at sweep vibration (10-55Hz)with 2.0mm

p-p amplitude

置于振动试验机中(10-55Hz,振幅:2.0mm),于三面方向施加

规定之振动 1时后无损伤

6.2
Shock Resestance

抗冲击性

No any default after drop doen with 981m/s(100g)shock attitude
upon a rubber block method shock testing machine for 1 time in
Each of rhree orientation
依实体三面角度各做一次自由落体试验后无损伤

6.3
Drop Test
落地试验

Shall be normal after

The direction of drop:3direcions

Height from 1.0 meters ,5 time(on the concreter)

从 100公分处,三面角度落地 5次,试验后外观功能需正常

6.4
Plug Test
插拔测试

With the minimum pull-out strength 8N, the maximum insertion force 35N,
the largest contact resistance 50mΩ,200times/hour speed, inserting the USB
8P plug into the corresponding connector, plugging and unplugging
repeatedly, it should bear 5000 times. When plugging and unplugging, note
to make the connector have uniform force.
以每小时 200 次的速度、拔出力最小 8N、插入力最大 35N、接触阻抗

最大 50mΩ，将 USB 5P 端口插入对应的连接器中,反复拔插连接器,产
品应能承受到 5000 次以上的拔插.拔插时应注意,连接器受力均匀

6.5

Low temperature

resistance test

耐低温试验

Keep the wire in -10℃ environment for 48 hours, take out, then keep
in 20℃.80%RH for 5 minutes, begin to test；ok, and appearance is fine

温度-1 0℃放置 48 小时后取出，于 20℃.80%RH 环境下放置 5 分

钟后做测试导通测试 OK，外观无异常

6.6
High temperature

resistance test

耐高温试验

Keep the wire in 80 ℃ and 30%RH， Conduction tests humidity
environment for 48 hours, take ok, and appearance out, then keep in
20℃.80%RH for 5 is fine minutes, begin to test； Conduction tests ok, and
appearance is fine

温度80℃、湿度30%RH放置48小时后取出，于20℃.80%RH 环境下放

置5 分钟后做测，外观无异常现象

（3/4）
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6.7
盐雾试验

Salt Spray Testing

Keeping the sample in the salt spray with 5 ± 1% concentration and the
polite chute temperature of 35±2℃ for 24hours, then take out and make it
drying in room temperature, begin to test ；Conduction tests ok, and
appearance is fine

将样品放置于盐水喷雾中24 小时、试验槽温度35±2℃、盐水浓度为

5±1%，试验取后后于室温中干燥后做测试导通测试OK，外观无异常现

象

6.8
Flexural Strength

弯曲测试

Imposing 200gpower along two directions by 30º (cable OD≥3mm), and
every direction 1000ycles（30 cycles per minute），for 3000 times
Conduction tests ok, and appearance is fine

沿30º 方向两个方向施加200 克(电线OD≥3mm),每个方向100 个周期

（每分钟30 个周期）,3000次后，功能无异常现象

6.9
拉力测试

Tensile Stringth

Fixed one end of the wire,hanging 3kgf weight in the
other end for one minutes,(then swap the two ends),tesing
the pulled wire ,no disconnection ,no breaking circuit

于线材一端固定，于另一端成型尾部施加3kgf的力，吊重时间1分钟，（两

端相同作业）取下后测试无断路，短路


