
001

 10mm

DC 12V

140 degree

30Pcs SMD5050 RGB LED

7.2 W/M

-20°C-60°C

-30°C-80°C

30leds/m

    

    

Features Technical Specification

 SJ-30-RGB-12V

Operate Voltage

Consumption Watt/M

Beam Angle

Lighting Source

PCB Size (mm)

Waterproof Grade

Working temperature

Storage temperature

 Part No

140

Icon Beam Angle

Beam Angle:

Lamp Source: SMD 5050

140

30LEDs RGB Strip
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7.2W/m

    

    

SMD5050 RGB LED

    

    
yellow-red-green-blue-white-rgb

    

    

DC12/24V

    

    

Dimensions

10mm

33.33mm

30leds



2 Protective Layer

3 Copper Layer-1 OZ,2 OZ

4 Insulation Layer

5 Copper Layer-1 OZ,2 OZ

1 LED

7 Tape-3M 200MP/300MP

3M VHB Tape

PCB Structure And 3M Back Mount

Normal Indoor Use

Normal Indoor Use

Normal Indoor Use

For Waterproof Strips

For Aluminum Profile

For High Wattage Strips

Adhesive Thickness

mils（mm）

Adhesion to 

5.2mils

（0.13mm）
7.0N/CM

Stainless Steel

4.8mils

12.8mils

30.4mils

8.2mils

4.0mils

（0.12mm）

（0.32mm）

（0.76mm）

（0.205mm）

（0.10mm）

8.6N/CM

7.5N/CM

20.0N/CM

14.0N/CM

6.0N/CM

3M 200MP

3M 300MP

3M 9080 Tape

3M 4229 Tape 

Tesa 4965

Blue Tape

6 Protective Layer

Ordering Code

Shiji Lighting

Brand

LED light strip

Series

RGB

Color

12V

Voltage

1M/5M/Reel

Length

IP Rating

12.5/14.5

I   20 non-waterproof 
IP65 epoxy coating
IP65 silicon tube
IP66 neon tube
IP67 silicone tube with full glue injection

Tube Dimensions

3.7

LED

FPCB

I   20P

LED

FPCB

I   65P

Silicon Glue

I   65P

LED

FPCB

Silicon Tube

I   67P

LED

FPCB

Silicon Tube

Silicon Glue

P
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Compatible Drivers

Special Installation Instructions

When working with our outdoor (Ip65) 

make all necessary connections before 
applying power to the LED strip. Do not 
cut the strips or make/remove 
connections while power is applied. 

RGB  Pixel LED Strip Light please 
completely sealed.

Apply Silicone sealant liberally inside of 
the silicone sleeve until ensuring it is 

Power Supply Waterproof Type Watts Voltage Diagram

LRS-100-12V

LRS-200-12V

LRS-350-12V

LRS-450-12V

non-waterproof power supply 100W DC12V

non-waterproof power supply 200W DC12V

DC12V

DC12V

350W

450W

non-waterproof power supply

non-waterproof power supply

install the connector.

Cut the LED strip light and the silicone 
sleeve on the cutting point you want to 

Check the polarity and remove 2” of the 
adhesive tape and its backer from the 
back of the LED Strip light.

01 04

02

03

05

Current Range

After making all connections, you will 

from one direction. There are arrows 
printed on the PCB indicating the 

directional, so the data can only flow 

be ready to apply power. Please keep 
in mind that this LED strip light is 

correct direction. 

8.3A

16.6A

29.1A

37.5A
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Live Shooting With Lights On: 

N

L

AC110/220V

模式速度

保存模式速度速度

错
误

灯

电
源

灯
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MODEL  SPEED

SETMODEL    SPEED+  SPEED-

NOTICE:
V+ V-V+ V+ V+ V- V- V- N L

12v

NO.1

NOTICE:
V+ V-V+ V+ V+ V- V- V- N L

12v

Cording Diagram
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Packing and shipping
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Certificate display: 
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