1. PIN ASSIGNMENT SEE TO WIRE LIST.
2. ELECTRICAL TEST CONDITION:
   (a) 100% OPEN, SHORT & MISWIRE TEST,
   (b) INSULATOR RESISTANCE: 10 Mohm MIN.
       DC 300V 0.01 sec.
   (c) CONTACT RESISTANCE: 3 ohm MAX.

NOTES:
3 NUT BLACK PVC 27P MOLDED.
3 PVC 45P BLACK.
2 USB A F WHITE PBT WITH NICKLE PLATED SHELL G/F.
1 MINI USB B F BLACK PBT WITH NICKLE PLATED SHELL G/F.

PIN ASSIGNMENT
P1
P
1-----------------------------------------------1
2-----------------------------------------------2
3-----------------------------------------------3
5-----------------------------------------------4
S-----------------------------------------------S

MINI USB B F

MINI USB B F BLACK PBT WITH NICKLE PLATED SHELL G/F.
USB A F

MINI USB B F WHITE PBT WITH NICKLE PLATED SHELL G/F.
USB A F WHITE PBT WITH NICKLE PLATED SHELL G/F.

NOTES:
1. PIN ASSIGNMENT SEE TO WIRE LIST.
2. ELECTRICAL TEST CONDITION:
   (a) 100% OPEN, SHORT & MISWIRE TEST,
   (b) INSULATOR RESISTANCE: 10 Mohm MIN.
       DC 300V 0.01 sec.
   (c) CONTACT RESISTANCE: 3 ohm MAX.