—

RoHS
Compliant

Y

21.00
14.00

m@mmwﬁ_

11 || TR

N

S ®

——7.00—

19

ans 0087

?_.‘50
RN

—1.8=5.00~
l
==

——0.70

0.600—![l~— — [=1.00
—15.5+0.2 —

NO  |item Name

Qty Material Finish

1 Pin

4  |Copper Alloy:Brass | Gold over Nickel plating

Housing

High Temp. Plastics
1 | Black

Magnet

2 NdFeB Nickel plating D

(SR B N BT B L]

Notes:

1 No deformation,contaimination allowed

2 Electrical

2.1 Current rating: 2.0A, peak 3A

2.2 Voltage rating: 36VDC Max.

2.3 Insulation Resistance: 500Mohm Min. @500VDC

2.4 Dielectric Withstanding Voltage: 500VAC 1 minute
3 Environmental

3.1 Operating and Storage temperature: —30°C~+65°C
4 RoHS Compliant

x
GENERAL TOLERANCES
( Unless Specified )

SHENZHEN YIWEI TECHNOLOGY CO.,LTD
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.0 +015 (.00 £0.10

.000 £ 0.03 |Angle £ 2°

CUSTOMER

THLE Magnhet Pad Connector

DWG 4PIn 2.5Pitch Right Angle
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