RoHS Compliant

L = 1000 ± 30mm

OPEN/SHORT TEST: 100% TEST
INSULATION: 5M.
OPERATING TEMP: -20°C to 60°C
STORAGE TEMP: -20°C to 80°C

Heat seal

PIN ASSIGNMENT:

RJ45 Male
1. White/Orange
2. Orange
3. White/Green
4. Green
5. Blue
6. White/Blue
7. White/Brown
8. Brown

RJ45 Male
1. White/Orange
2. Orange
3. White/Green
4. Green
5. Blue
6. White/Blue
7. White/Brown
8. Brown

3. PVC 60P BLACK

2. RJ45 8P8C Plug, Short Type, Unshield, Contact: Gold Plated FU™

1. CAT.6 UTP 4P*32AWG(7/0.08BC BLACK PVC Jacket, O.D.=2.8±0.2mm

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
<th>Q'ty</th>
</tr>
</thead>
<tbody>
<tr>
<td>3</td>
<td>PVC 60P BLACK</td>
<td>9.4g</td>
</tr>
<tr>
<td>2</td>
<td>RJ45 8P8C Plug, Short Type, Unshield, Contact: Gold Plated FU™</td>
<td>2PCS</td>
</tr>
<tr>
<td>1</td>
<td>CAT.6 UTP 4P*32AWG(7/0.08BC BLACK PVC Jacket, O.D.=2.8±0.2mm</td>
<td>1PCS</td>
</tr>
</tbody>
</table>

Premier Cable