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Manufacturer's Name .......... : NiceRF Wireless Technology LTD.
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1. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:

ETSI EN 300 220-1 V3.1.1 (2017-02)
ETSI EN 300 220-2 V3.1.1 (2017-02)

Clause Description of Test ltem Results(Pass/Fail) N.T(Not Test)
Transmitter Parameters
42.1 Operating frequency Pass
43.1 Effective Radiated Power Pass
4392 Maximum Effective Radi'ated Power sp NT
ectral density
4.3.3 Duty Cycle Pass
4.3.4 Occupied Bandwidth Pass
4.3.5 Tx Out Of Band Emissions Pass
429 Unwanted emlcsj(sjlr(:]r;?nm the spurious Pass
4.3.6 Transient power Pass
4.3.7 Adjacent Channel Power Pass
438 TX behawo(t;g;;gicgi%rnlgow Voltage Pass
4.3.9 Adaptive Power Control N.T
441 RX sensitivity level Pass
4.4.2 Blocking Pass

N2017.05.05.0505.V.1.0
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1.1 TEST FACILITY
Shenzhen NTEK Testing Technology Co., Ltd.

Add. : 1/F, Building E, Fenda Science Park, Sanwei Community, Xixiang Street, Bao'an District,

Shenzhen 518126 P.R. China

FCC Registered No.: 463705 IC Registered No.:9270A-1

CNAS Registration No.:L5516
1.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of

approximately 95 %.

No. Item Uncertainty
1 Conducted Emission Test +1.38dB

2 RF power,conducted +0.16dB

3 Spurious emissions,conducted +0.21dB

4 All emissions,radiated(<1G) +4.68dB

5 All emissions,radiated(>1G) +4.89dB

6 Temperature +0.5°C

7 Humidity +2%

N2017.05.05.0505.V.1.0
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2. GENERAL INFORMATION

2.1 GENERAL DESCRIPTION OF EUT

Equipment LoRa RF Transceiver Module
Brand Name G-NiceRF

Model Name. LoRa 1276-C1-868

Serial Model N/A

Model Difference N/A

Product Description

The EUT is LoRa RF Transceiver Module

Operation Frequency:

863 MHz to 870 MHz
870 MHz to 875.8 MHz

Channel number

Band X: 7 channels
Band Y :6 channels

Modulation Type:

GFSK

Antenna Gain(Peak)

ANT A: Cable antenna
ANT B: Spring antenna

Antenna Designation: ANT A 52'15 dBi
ANT B :2.15dBi

Power Rating N/A

Receiver Category 2

Test Set the power 5

level

Based on the application, features, or specification exhibited
in User's Manual, More details of EUT technical
specification, please refer to the User's Manual.

Channel List Refer to below
Adapter N/A
Battery N/A
Hardware Version V1.0
Software Version V1.0

Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

N2017.05.05.0505.V.1.0
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2.
Frequency
Channel (MH2)
01 863.5
02 864.5
03 865.5
04 866.5
05 867.5
06 868.5
07 869.5
01 870.5
02 871.5
03 872.5
04 873.5
05 874.5
06 875.5
863.5-869.5MHz:
TX
Frequency
Channel (MHz)
01 863.5
04 866.5
07 869.5
RX
Frequency
Channel (MH2)
01 863.5
04 866.5
07 869.5
870.5-875.5MHz:
TX
Frequency
Channel (MH2)
01 870.5
04 873.5
06 875.5
RX
Frequency
Channel (MH2)
01 870.5
04 873.5
06 875.5

N2017.05.05.0505.V.1.0
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2.2 DESCRIPTION OF TEST CONDITIONS
1.Test setup

E-1
EUT

N2017.05.05.0505.V.1.0
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2.3 DESCRIPTION OF SUPPORT UNITS

The EUT has been tested as an independent unit together with other necessary accessories or

support units. The following support units or accessories were used to form a representative test
configuration during the tests.

ltem Equipment Mfr/Brand Model/Type No. Series No. Note
E-1 | LORaRF Transceiver G-NiceRF | LoRa 1276-C1-868 N/A EUT
Module
ltem Shielded Type Ferrite Core Length Note
Note:

(1) The support equipment was authorized by Declaration of Confirmation.
(2) For detachable type I/O cable should be specified the length in cm in T Length ; column.

N2017.05.05.0505.V.1.0
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2.4 TEST CONDITIONS

Normal Test Conditions Extreme Test Conditions
Temperature 15°C - 35°C -20°C ~ 40°C Note: (1)
Relative Humidity 20% - 75% N/A
Supply Voltage DC 3.3V 3.63V~2.97V

Note:

(1) For tests at extreme temperatures, measurements shall be made in accordance with the

procedures specified in clause 5.4.1.2, at the upper and lower temperatures of the range as
follow: temperature: -20°C to +40°C;

(2) For the Leclanché or lithium type battery: 0.85 times the nominal voltage of the battery; for the
mercury or nickel-cadmium type of battery: 0.9 times the nominal voltage of the battery.
In both cases, the upper extreme test voltage shall be 1.15 times the nominal voltage of the
battery.

(3) The measurements are performed at the highest, middle, lowest available channels.

(4) The power supply battery during the test is fully charged.

N2017.05.05.0505.V.1.0
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2.5 EQUIPMENTS LIST FOR ALL TEST ITEMS

ltem| Kind of | Manufactur | Type No. | Serial No. Last Calibrated | Calibration
Equipment er calibration until period
1| Spectum | 4 ient | E4407B |MY45108040|2017.06.06 | 2018.06.05| 1 year
Analyzer
Test
2 | Recaver R&S ESPI7 101318 | 2017.06.06 | 2018.06.05| 1 year
3 Bilog TESEQ |CBL6111D| 31216 |2017.04.09 | 2018.04.08| 1 year
Antenna
4 50%&?&""”" Anritsu | MP59B | 6200983705 | 2017.06.06 | 2018.06.05| 1 year
Spectrum .
5 | Analyser | Adilent | N9020A {MY49100060|2016.11.10 | 2017.11.09 |  1year
Horn EM-AH-10
6 | Amenna EM 1o | 2011071402 | 2017.04.09 | 2018.04.08| 1 year
7 | Hom Ant SChWi‘ereC %?;'OA 9170-181 |2017.07.06 | 2018.07.05| 1 year
8 | Amplifier EMC El\g(53g218 980246 | 2017.08.09 | 2018.08.08| 1 year
Loop PLA-2030/
S ARA 5 1029 | 2017.07.06 | 2018.07.05| 1 year
10 m’;’:rr Agilent | E4419B |MY45102538|2017.08.09 |2018.08.08| 1 year
ESG
VETCTOR
11 | SIGNAL | Agilent | E4438C |MY45093347|2017.06.06 | 2018.06.05| 1 year
GENERAR
OR
Temperatur
e& GIANT
12 | \umitdy | FORCE |GTHOS6P| GF-94454-1 |2017.07.06 | 2018.07.05| 1 year
Chamber
Power .
13 | consor Agilent | E9301A. |MY41495644|2017.08.09 | 2018.08.08| 1 year

N2017.05.05.0505.V.1.0
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3. OPERATING FREQUENCY
3.1 LIMITS OF OPERATING FREQUENCY

Refer to chapter 4.2.1.2 of ETSI EN 300 220-2 V3.1.1 (2017-02)

The manufacturer may declare either one or more operating frequencies and operating
channels.Operating channel(s) shall be be entirely within operational frequency bands allowed by
863.5 MHz to 869.5 MHz&870.5 MHz to 875.5 MHz.

3.2 TEST PROCEDURE
Refer to chapter 5.1.1 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement

3.3 CONFORMANCE
The information shown in Table 6 shall be recorded in the test report.

Table 6: Information Recorded in the Test Report for Operating Frequency test

Value Notes

863 MHz to 870 MHz

870 MHz to 875.8 MHz

Nominal Operating Frequency or 863.5MHz-869.5MHz

Frequencies 870.5 MHz to 875.5 MHz

Band X: 215.7KHz, 215.4 KHz, 215.4KHz
Band Y: 285.4 KHz, 285.4 KHz, 285.5KHz

Operational Frequency band or bands

Operating Channel width(s) - OCW

N2017.05.05.0505.V.1.0
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4. EFFECTIVE RADIATED POWER
4.1LIMITS OF EFFECTIVE RADIATED POWER
Refer to chapter 4.3.1.2 of ETSI EN 300 220-2 V3.1.1 (2017-02)

The effective radiated power shall not be greater than 25 mW e.r.p, Operational Frequency

Band in M.

The limits please refer to ETSI EN 300 220-2 V3.1.1 Annex C :

applicable), the
duty cycle is limited
to= 0,01 % and
Ton_max is limited
to

Smsils

Channel access Additionaliother Maximum CEPT/ERC/REC
- Maximum Effective - spectrum access N Other usage 70-03 [i1]
Operational Frequency Band N and occupation occupied T Notes . .
Radiated Power parameters - restriction implementation
rules bandwidth
status
Sub-bands for
alarms
R " [B62.6 MHz to
s 0,1% duty eyle [ Z‘;;‘;;;’ ﬁgﬁfd' 100 kHz 868.7 MHz],
25 m\W erp. or polite spectrum to BES MHz to for 47 or more FHSS [862.250 - 20 %
acecess s68 M“I—z : channels 869.4 MHz],
[869.850 MHz to
860,700 MHz] are
excluded.
25 mW erp.
Power density:
4.5 dBm/100 kHz. D353 and any
The power density technigues other
. - The whole than FHSS
can be increased to Duty cycle may be band except Sub-bands
+6,2 dBm/ 100 kHz if increased to 1 % if For audio &p ESS & MHz 1o
the band of operation [ 0,1 % duty cycle [the band is limited video limited Er '? MHz] )
X |883 MHz to 870 MHz is limited to 865 MHz  |or polite spectrum  [to 865 MHz to to 300 kH SSQ‘ 250 Ml‘— to o0 %
to BEE MHz. access 868 MHz and power and woicez [ESQ;Q MHz] z
The power densit limited to 10 mW - y .
oo Ee inmased" S limited to [869.850 MHz to
to -0.8 dBm/100 kHz e 25 kHz 869,700 MHz] for
if the band of Z:_}T:;;F
operation is limited )
865 MHz to 870 MHz.
Sub-bands
[868.8 MHz to
862.7 MHz],
< 0,1 % duty cycle :ESE“:’;W [869.250 -
25 m\W erp. or polite spectrum e Tt 859.4 MHz], 80 %
voice limited
access to 25 kHz [869.850 MHz to
869,700 MHz] for
alarms are
excluded.
= 1 % duty cycle
For ER-GSM
protection
(873 MHZ to
Y [870,000 MHz to 875,800 MHz (25 mW erp. 5758 Mz, where 800 kHz See note. 20%

4.2 TEST PROCEDUR

E

Refer to chapter 5.2.2.2 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement

[ ]Conducted measurement |

XIRadiated measurement

4.3 DEVIATION FROM TEST STANDARD

No deviation

4.4 TEST SETUP

1Tmto 4m

Coaxial Cable :

Biconical or Lag anfenna
} ]
e B
Turntable
Amplifier \ EHE
and ‘1 5
Receiver el
] 1
|
Ground Plane

N2017.05.05.0505.V.1.0
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4.5 TEST RESULTS

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868

Temperature: 26°C Relative Humidity: |60 %

Pressure: 1012 hPa Test Voltage: DC 3.3V

Test Mode: TX Mode

SG
Frequency | Ant Level Pcl Ga Correction | (ERP) ERP Limits RESULT
(MHz) H/V | (dBm) | @dB) | (dB) (dBi) @Bm) | (mw) | (mw)
863.5 H 1.34 2.39 12.35 2.15 9.15 8.22 25 PASS
863.5 \% 0.21 2.39 12.35 2.15 8.02 6.34 25 PASS
866.5 H 1.78 2.38 12.34 2.15 9.59 9.10 25 PASS
866.5 \% 0.41 2.38 12.34 2.15 8.22 6.64 25 PASS
869.5 H 1.56 2.38 12.34 2.15 9.37 8.65 25 PASS
869.5 \% 0.35 238 | 12.34 2.15 8.16 6.55 25 PASS
SG
Frequency | Ant Level Pcl Ga Correction | (ERP) ERP Limits RESULT

(MHz) H/V | (dBm) | (dB) | (dB) (dBi) (dBm) | (mw) | (mw)
870.5 H 2.35 2.37 12.33 2.15 10.16 10.38 25 PASS
870.5 \% 2.08 2.37 12.33 2.15 9.89 9.75 25 PASS
8735 H 2.34 2.36 12.32 2.15 10.15 10.35 25 PASS
873.5 \% 2.01 2.36 | 12.32 2.15 9.82 9.59 25 PASS
875.5 H 2.31 235 | 12.31 2.15 10.12 10.28 25 PASS
875.5 \% 2.05 2.35 12.31 2.15 9.86 9.68 25 PASS

Note: Pcl= cable loss
Ga= Antenna Gain

Peak EIRP(dBm)= SGLevel -Pcl +Ga

ERP(dBm)=EIRP-2.15

N2017.05.05.0505.V.1.0
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5. MAXIMUM EFFECTIVE RADIATED POWER SPECTRAL DENSITY

5.1 APPLICABILITY
Maximum e.r.p. spectral density applies to transmitters using EN 300 220-2 V3.1.1 annex B
bands M.Maximum e.r.p. spectral density applies to transmitters using DSSS or wideband
techniques other than FHSSmodulation, in EN 300 220-2 V3.1.1 annex C band X.

5.2 LIMITS OF MAXIMUM EFFECTIVE RADIATED POWER SPECTRAL DENSITY

The limits please refer to ETSI EN 300 220-2 V3.1.1 Annex C:

applicable), the
duty cycle is limited
to< 0,01 % and
Ton_max is limited
to

Smsils

Additionallother . CEPTIERC/REC
- - Channel access Maximum X
- Maximum Effective - spectrum access N Other usage 70-03 [i.1]
Operational Frequency Band N and occupation occupied T Motes . A
Radiated Power parameters . restriction implementation
rules bandwidth
status
Sub-bands for
alarms
R " [865.8 MHz to
< 0,1% duty cycle |52 "b‘;;‘;g ﬁ;ﬁfd' 100 kHz 868,7 MHz],
25 mW erp. or polite spectrum to BES MHz to for 47 or maore FHSS [862,.250 - 80 %
access a68 le-z : channels 8689.4 MHz],
[862.850 MHz to
869,700 MHz] are
excluded.
25 mW erp.
Power density: i
4.5 dBm/100 kHz. DSS3 and any
" techmiques other
The power density P
. The whole than FHSS
can be increased to Duty cycle may be band except Sub-bands
+8,2 dBm/100 kHz if increased to 1 % if il = .
N . R for audio & [868.8 MHz to
the band of operation = 0,1 % duty cycle [the band is limited vides limited 8657 MHz]
X |283 MHz to 870 MHz is imited to 865 MHz  |or polite spectrum  [to 865 MHz to o 200 kH [SSQI 250 Ml‘— to o0 %
to B6E MHz. access 868 MHz and power wE y =
The power density limited to 10 mW and voice B69.4 MkHz].
can be increased- . r|‘} limited to [862,850 MHz to
to-0.5 dBm/100 kHz, 25 kitz 2&9;2332"1”‘”
if the band of
IR excluded.
operation is limited
865 MHz to B70 MHz.
Sub-bands
[862,8 MHz to
868.7 MHz],
< 0.1% duty cycle zfgek':’f'or [859.250 -
25 mW erp. or polite spectrum cept o 850.4 MHz], 80 %
voice limited
access o 25 kHz [862.850 MHz to
869,700 MHz] for
alarms are
excluded.
= 1% duty cycle
For ER-GSM
protection
(873 MHz to
Y |870,000 MHz to 875,800 MHz |25 mWerp 8758 MHz, where 600 kHz See note. 20 %

5.3 TEST PROCEDURES
Refer to chapter 5.3.4 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement
5.4 TEST SETUP
EUT Spectrum PC
Analyzer (Test Software)

N2017.05.05.0505.V.1.0
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5.5 TEST RESULTS
EUT: LoRa RF Transceiver Module |[Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: (60 %
Pressure: 1012 hPa Test Voltage: N/A
Test Mode: N/A

The Maximum e.r.p. spectral density shall not be required for EUT operating in Band X&Y.

N2017.05.05.0505.V.1.0


../2006ReportFormats/ReFoDatabase/������/ݗ��Dat

Page 20 of 62

Report No.: SER171019767001E

6. DUTY CYCLE

6.1 APPLICABILITY

Duty cycle applies to all transmitters except EUT with polite spectrum access (described in
clause 4.5) where permitted in EN 300 220-2 V3.1.1 annex B, table B.1 or annex C, table C.1 or

any NRI.

6.2 LIMITS OF DUTY CYCLE
The limits please refer to ETSI EN 300 220-2 V3.1.1 Annex C.

Channel access Additionaliother Maximum CEPT/ERC/REC
- Maximum Effective N spectrum access N Other usage T0-02 [i1]
Operational Frequency Band N and cccupation occupied i Notes . A
Radiated Power parameters N restriction implementation
rules bandwidth
status
Sub-bands for
alarms
< 1 % Duty Cyale i [868.8 MHz to
= 0,1 % duty cycle [ 2 = SOV SYER T 1100 kHz 8687 MHz],
25 mW er.p. or polite spectrum = 3 for 47 or more FHSS [868,250 - 80 %
to 885 MHz to
access 288 MH= channels 868.4 MHz],
[869.850 MHz to
860,700 MHz] are
excluded.
25 m\W er.p.
Power density: e
4.5 dBm/100 kHz. D35S and any
The power densit techniques other
pese ¥ The whale than FHSS
can be increased to Dty cycle may be band except Sub-bands
+3,2 dBm/100 kHz if increased to 1 % if o= = N
N - e for audio & [862.8 MHz to
the band of operation | 0,1 % duty cycle  [the band is limited video limited 888.7 MHz]
883 MHz to 870 MHz is limited to 865 MHz  |or polite spectrum  [to 385 MHz to o 200 kH 859‘ 250 I'u'lll— o o0 %
to 868 MHz. acoess 868 MHz and power b I p z
The power density limited to 10 mW and voic2 869.4 MHz].
can be increased‘ . r|:.} limited to [869,850 MHz to
to -0.8 dBm/100 kHz, 2 Kz Bo8-700 Mral for
if the band of
e excluded.
operation is limited
865 MHz to 870 MHz.
Sub-bands
[862.8 MHz to
8687 MHz],
= 0,1 % duty cycle :ES:':?OI_ [269,250 -
25 mW er.p. or polite spectrum cep i 869.4 MHz], 80 %
voice limited
access o 25 kHz [862,850 MHz to
868,700 MHz] for
alarms are
excluded.
= 1 % duty cycle
For ER-GSM
protection
(873 MHz to
875,8 MHz, where o
Y |870,000 MHz to 875,800 MHz 25 mWerp applicable), the 600 kHz See note. 20%
duty cycle is limited
to= 0,01 % and
Ton_max is limited
to
Smsils

6.3 TEST PROCEDURE
Refer to chapter 5.4 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement
6.4 TEST SETUP
EUT Spectrum PC
Analyzer (Test Software)

N2017.05.05.0505.V.1.0
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6.5 TEST RESULTS

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-863.5
Duty Cycle Limit Result
0.097% 0.1% Complies
Ton=35ms

DC=(T onXN)/1hour
DC= (35X%100) /3600000=0.00097=0.097%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

Agilent Spectrum Analyzer - Swept SA
QO 17 L | s S i il

ALIGN AUTO

01:02:59 AMNov 07, 2017

PNO: Fast —»— T1rig: Free Run
IFGain:Low #Atten: 30 dB

Avg Type: Pwr{RMS)

Frequency

Ref 20.00 dBm

AMKr1 35.00 ms|
-0.11 dB

Span 0 Hz
Sweep 5.000 s (1001 pts),

Auto Tune

Center Freq
863.500000 MHz

StartFreq
863.500000 MHz

Stop Freq
863.500000 MHz

-al

CF Ste
1.000000 MHz

FUMCTION

FUNCTION WIDTH

FUNCTION WaALUE

Auto

Man

Freq Offset
0 Hz
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EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-866.5
Duty Cycle Limit Result
0.097% 0.1% Complies
Ton=35ms

DC=(T onXN)/1hour

DC= (35X%100) /3600000=0.00097=0.097%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

Agilent Spectrum Analyzer - Swept SA

S |

IFGain:Low

ALIGN AUTO

PNO: Fast —»— T1rig:Free Run

#Atten: 30 dB

Avg Type: Pwr{RMS)

01:05:12 AMMNov 2017

Peak Search

Ref 20.00 dBm

AMKr1 35.00 ms|
0.02 dB|

Span 0 Hz
Sweep 5.000 s (1001 pts),

A FUN

CTION FUNCTION WIDTH FUNCTION VALUE

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvl

More
10f2
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EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-866.5
Duty Cycle Limit Result
0.097% 0.1% Complies
Ton=35ms

DC=(T onXN)/1hour
DC= (35X%100) /3600000=0.00097=0.097%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

Agilent Spectrum Analyzer - Swept SA

S |

IFGain:Low

ALIGNAUTO

PNO: Fast —»— T1rig:Free Run

#Atten: 30 dB

Avg Type: Pwr(RMS)

Frequency

Ref 20.00 dBm

Center 869.500000 MHz

#VBW 1.0 MIHz*

AMEKr1 35.00 ms|

Auto Tune

0.00 dB|

Center Freq
869.500000 MHz

StartFreq
869.500000 MHz

Stop Freq
869.500000 MHz

Span 0 Hz
Sweep 5.000 s (1001 pts),

-al

CF Ste
1.000000 MHz

FUMCTION

FUMCTION WIDTH

FUMCTION WaALUE

Auto Man

Freq Offset
0 Hz
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EUT: RF Transceiver Module Model Name: RF4463PR0O-868-CE
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-870.5
Duty Cycle Limit Result
0.021% 0.01% Complies
Ton=7.4ms

DC=(T onXN)/1hour
DC= (7.4X100) /3600000=0.00021=0.021%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

Spectrum |

=)

Ref Level 20.00 dbm
j& ALt

@ RBW 1 MHz
30 dE @ SWT 100 ms @ YBW 1 MHz

@ 1Rm Yiew

16-eB

M1[1]

[11[1]

-60.74 dBm
20.600 ms
0.06 dB
7.400 ms

OjdBm

-10 dBm

-P0 dBm

-B0 dBm

-0 dBrn

-50 dBm

L-60 dBm

-70 dBm

CF 870.5 MHz

501 pts

10.0 ms/

Marker

Type | Ref | Trc | X-value |
1

T-value

| _Function |

Function Result \

K1
D1 M1 1

20.6 ms
7.4 ms

-60.74 dBm

0.06

dB

[ i

NDate: 16 _NOV. 2017 10:11:22
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EUT: RF Transceiver Module Model Name: RF4463PR0O-868-CE
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-873.5
Duty Cycle Limit Result
0.021% 0.01% Complies
Ton=7.4ms

DC=(T onXN)/1hour
DC= (7.4X100) /3600000=0.00021=0.021%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

jo ALt

Spectrum |

=)

Ref Level 20.00 dbm

-

RBW 1 MHz

30 dE @ SWT 100 ms @ YBW 1 MHz

@ 1Rm Yiew

D1[1]

10 dBm

0 dBm

M1[1]

-0.46 dB
7.400 ms

—59.5? dBm
46.400 ms

-10 dBm

-20 dBm

-30 dBm

-40 dBr

-50 dBm

[~-GE TEm

Al i,

-70 dBm

CF 873.

5 MHz

501 pts

10.0 ms/

Marker
Type |

Ref | Trc |
1

X-value |

T-value

| _Function

| Function Result \

K1
o1

M1 1

46.4 ms
7.4 ms

-59.53 dBm
-0.46 de

[

i

NDate: 16 _NOV. 2017 10:13:37
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EUT: RF Transceiver Module Model Name: RF4463PR0O-868-CE
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX-875.5
Duty Cycle Limit Result
0.020% 0.01% Complies
Ton=7.2mMs

DC=(T o,nXN)/1hour

DC= (7.2X100) /3600000=0.0002=0.020%

Note: N represents the number of times the EUT is transmitter within 1 hour, The customer claims

that the maximum number of launches in the 1 hour is 1,00.

Spectrum |

=)

Ref Level 20.00 dBm
| ALL

@ RBW 1 MHz

30 dBE @ SWT 100 ms & YBW 1 MHz

@ 1Rm Yiew

10 dB

M1[1]

0 dBm

D1[1]

-60.52 dBm
65.000 ms

-D.10 dB
7.200 ms

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

s0.dehn

-70 dBm

CF 875.5 MHz

a01

pts

10.0 ms/

Marker

X-value

| ¥-value

| Function |

Function Result \

Type | Ref | Trc \
M1 1
01 M1 1

65.0 ms
7.2 ms

-60.52 dBm
-0.10 de

I

Nate: 16 NOV 2017 10:14-:39
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7.1 APPLICABILITY

7. OCCUPIED BANDWIDTH

7.2 LIMITS OF OCCUPIED BANDWIDTH

Maximum occupied bandwidth applies to all transmitters.

7.3 TEST PROCEDURE
Refer to chapter 5.3.5 of ETSI EN 300 220 V3.1.1 (2017-02)

Channel access Additionaliother Maximum CEPTIERC/REC
- Maximum Effective N spectrum access N Other usage T0-03 [i1]
Operational Frequency Band N and occupation occupied L Notes . .
Radiated Power parameters - restriction implementation
rules bandwidth
status
Sub-bands for
alarms
ek " [862.6 MHz to
= 0.1% duty cycle [0 E’J;;'g ﬁ;i“tfd' 100 kHz 868.7 MHz],
25 mW e.rp. or polite spectrum to 865 MHz to for 47 or more FHSS [869,250 - 20 %
acoess 865 MHz channels 860.4 MHz],
[362.850 MHz to
868,700 MHz] are
excluded.
25 mW e.rp.
Power density: DSSS and any
-4.5 dBm/100 kHz. .
The power density The whol t?hn’i_q_‘ufi other
can be increased to Duty cycle may be ba:dwe:c:pt Sjg-ban;:
+6,2 dBm/100 kHz if increased to 1 % if for audio & [B88,8 MHz to
the band of operation |5 0,1 % duty cycle [the band is limited video limited . '? MHz] ;
X |863 MHz to 870 MHz is limited to 865 MHz  |or polite spectrum  [to 285 MHz to to 300 kHz [359‘ 250 Ml‘—z to o0 %
to BES MHz. access 8628 MHz and power and vaice 939:1 MHz]
I;_IE E;m’r;j:::g" ':_":_':d o 10mW limited to [262.850 MHz to
o -0,8 dBm/100 kHz. 25 kHz 868,700 MHz] for
if the band of alarms are
operation is limited excluded.
865 MHz to 870 MHz.
Sub-bands
[368.6 MHz to
868.7 MHz],
< 0,1 % duty cycle :EEE';':?OF [869,250 -
25 mW e.rp. or polite spectrum S 8608 4 MHz], 80 %
voice limited
access o 25 kHz [269.650 MHz to
868,700 MHz] for
alarms are
excluded.
< 1 % duty cycle
For ER-GSM
protection
(873 MHz to
Y |870,000 MHz to 875,800 MHz |25 mW e.rp. ggﬁﬁg' :"h"ée'e 500 kHz See note. 20 %
duty eycle is limited
to= 0,01 % and
Ton_max is limited
to
5msils

Measurement
X]Conducted measurement | [ JRadiated measurement
7.4 TEST SETUP
EUT Spectrum PC
Analyzer (Test Software)

N2017.05.05.0505.V.1.0



Page 28 of 62 Report No.: SER171019767001E

7.5 TEST RESULTS

EUT : LoRa RF Transceiver Module |[Model Name : LoRa 1276-C1-868
Temperature : 26°C Relative Humidity: |60 %
Pressure : 1012 hPa Test Voltage DC 3.3V
Test Mode TX
99%0OCCUPIED
CHANNEL o
CHANNEL | FREQUENCY |—SANDWIDTH Limit %Asf
(MHz) (KHz)
1 863.5 298.0519 300 kHz PASS
4 866.5 292.4901 except for PASS
7 869.5 297.9698 vaice limited PASS
to 25 kHz
Test Plot
99% Power Bandwidth plot on channel 1 99% Power Bandwidth plot on channel 4
% Aglent R T [Freq/Channel | | Aglent R T [Freq/Channel

. Center Fre
Ch Freq 863.5 MHz Trig Free 3[5395?@?@%5';4?@ Ch Freq  866.5 HHz Trig Free | golof E8d
. Occupied Bandwidth _- I

Occupied Bandwidth _-

Start Freq

Start Freq
866.284608 MHz

$63.284308 MHz

Stop Freq
§63.715708 MHz

Stop Freq
866.7154080 MHz

I CF Step CF Step
| 131400000 kHz g 43.8600000 kHz
il e ilal

Freq Offset
..... B iz - 1.4 0.00009000 Hz

EH 6.2 kH T WEM sk
Occupied Bandwidth Oce BH % PWr n
298.8519 kHz % dB

Transmit Freq Error 7 Transmit Freq Error
% dB Bandwidth ¥ dB Bandwidth

Copyright 2000-2008 Agilent Technologies Copyright 2000-2008 ent Technologies

Freq Offset
0.09000000 Hz

kHz

Occupied Bandwidth ; On
292.4901 kHz

Signal Track Signal Track
0tf 0tf

99% Power Bandwidth plot on channel 7

% Agilent R T |Freg/Channel

Ch Freq  559.5 Mz Trig Fras | oConterFreq

59.500000 MHz
Occupied Bandvicin | (e

Start Freq
869.264609 MHz

Stop Freq
$69.715400 MHz

— CF Step
B 13.0600000 kHz
Auto Man

Freq Offset
9.00000000 Hz

" " ‘ Signal Track
Occupied Bandwidth Occ BH % Pur On OfF

297.9698 kHz # B

Transmit Freq Error
% _dB Bandwidth ) kH

Copyright 2000-2008 Agilent Technologies
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99%0CCUPIED
CHANNEL .
CHANNEL | FREQUENCY |—BANDWIDTH Lyl '/DIfASIf
(MHz) (KHz)
1 870.5 309.9487 PASS
600 kHz

4 873.5 304.1881 PASS

6 875.5 309.1436 PASS
Test Plot

99% Power Bandwidth plot on channel 1

99% Power Bandwidth plot on channel 4

Agilent

R T |Freg/Channel

Ch Freq 8745 MHz Trig Fras | ,Conterfred

Occupied Bandwidth

Start Freq
§70.214608 MHz

Stop Freq
§70.785400 MHz

CF Step
i| 57.0800009 kHz
Auto Man

Freq Offset
9.00000000 Hz

" Ny ‘ » Signal Track:
Occupied Bandwidth Occ BH % Pur On OfF

309.9487 kH # o

Transmit Freq Error
% _dB Bandwidth k

Copyright 2000-2008 Agilent Technologies

Agilent

Ch Freq 8735 MHz
Occupied Bandwidth

Occupied Bandwidth
304.1881 k

Transmit Freq Error 3
% dB Banduidth

Copyright 2000-2008 Agilent Technologies

Occ BH % Pur

® dB

R T |Freg/Channel

Center Freq
873.500008 MHz

StartFreq
$73.2146080 MHz!

Stop Freq
$73.785409 MHz!

CF Step
57.0600000 kHz
Auto Man

Freq Offset
0.00000008 Hz

Signal Track
On 0ff)

99% Power Bandwidth plot on channel 7

4 Agilent R T |Freg/Channel

Center Freq
§75.500008 MHz

Ch Freq 875.5 MHz Trig Free
Occupied Bandwidth

Start Freq
§75.214500 MHz

Stop Freq
§75.7855608 MHz

CF Step
§| 571006808 kHz
Auto Man

Freq Offset
0.00009000 Hz

= = - Signal Track
Occupied Bandwidth Occ BH % Pur ¢ On Off

309.1436 kHz x dB

Transmit Freq Error

% dB Bandwidth

Copyright 2000-2008 Agilent Technologies
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8. TX OUT OF BAND EMISSIONS

8.1 APPLICABILITY
TX Out of Band Emissions applies to all transmitters with OCW > 25 kHz.

8.2 LIMITS OF TX OUT OF BAND EMISSIONS
Refer to chapter 4.3.5.2 of ETSI EN 300 220-2 V3.1.1 (2017-02)

The EUT emissions level in OOB domains for the Operating Channel and the Operational

Frequency Band shall be less or equal to Table 15 spectrum mask.
Table 15: Emission limits in the Out Of Band domains

Domain Frequency Range RBWper Max power limit
f= fh:,W OFB ~ 400 kHz 10 kHz -36 dBm
Fiow oFg - 400 kHZ = f =1, oFg - 200 kHz 1 kHz -36 dBm
flow- 200 kHz = f < f, i 5
QOB limits applicable to o low OFB 1 kHz See Figure 6
Operational Frequency f=fiow OFB 1 kHz 0dBm
Band . f= fhigh OFB 1 kHz 0 dBm
(See Figure 6) Fhigh OFB <f= fhigh OFB +200 kHz 1 kHz See Figure 6
Fhigh org T 200kHz=f= fhigh org + 400 kHz 1 kHz -36 dBm
Fhigh OFB +400 kHz =1 10 kHz -36 dBm
f=f-25x0CW 1 kHz -36 dBm
f.-2,5x0CW=f=f.-05x0CW 1 kHz See Figure 5
QOB limits applicable to f=1f,-05x0CW 1 kHz 0dBm
Operating Channel —
(See Figure 5) f=1.+0,5xOCW 1 kHz 0dBm
f.+05x0CW=f=f +25x0CW 1 kHz See Figure 5
f=f+235x0CW 1 kHz -36 dBm

NOTE:  fis the measurement frequency.
f. is the Operating Frequency.

FIow_OFB is the lower edge of the Operational Frequency Band.
Fhigh_OFB is the upper edge of the Operational Frequency Band.
OCW is the operating channel bandwidth.

8.3 TEST PROCEDURES
Refer to chapter 5.8 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement
8.4 TEST SETUP
Spectrum
EUT Analyzer

These measurements only were performed at normal test conditions. The measurement shall be
performed only on the lowest and the highest frequency within the ststed frequency range. In case
of conducted measurements the transmitter shall be connected to the measuring equipment via a
suitable attenuator. Controlling software has been activated to set the EUT on specific status.
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8.5 TEST RESULTS

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: (53 %

Pressure: 1012 hPa Test Voltage: DC3.3V

Test Mode: TX

863.5MHz OCW=215.7KHz

Agilent Spectrum Analyzer - Swept SA

o F e : ALIGNALTD  [06:47:43 AMOCt 31, 2017
Avy Type: Pwr(RMS) Frequency
v Trig: Free Run Avg|Held: 141100 i

PNO: F =
PASS |FGaiI’I:L?J:M ™ AAtten: 30 dB
Auto Tune

1LO gBde Ref 20.00 dBm

N
Center Freq
863.500000 MHz
---A'W--\IL‘---
00 - . l “ X 862.960750 MHz

Stop Freq
864.039250 MHz

CF Step
107.850 kHz
Man

uto

Freq Offset
O Hz

Start 862.9608 MHz Stop 864.0393 MHz
#Res BW 1.0 kHz A Sweep 1.33 s (1001 pts)

Agilent Spectrum Analyzer - Swept SA

Avg Type: Pwr(RMS) Trace/Det
Avg|Held: 1/100

B —— Trig: Free Run
PNO: Far )
PASS IFGain:Low  #Atten: 30 dB

Select Trace
Trace 1
10 dBidiv
Log

III--------Il
e
B N O N N N =
R AEEE e
BNV .
[N .

Trace On
I.I.H.um; o M

More

Start 862.600 MHz Stop 870.400 MHz 10f3
#Res BW 1.0 kHz #VBW 10 kHz* Sweep 9.29 s (1001 pts)

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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866.5MHz OCW=215.4KHz

Agilent Spectrum Analyzer - Swept SA

ALIGN AUTO
Avy Type: Pwr(RMS)
Avg|Held: 771100

v Trig: Free Run

PNO: F =)
ow | BAtten:30 dB

IFGain:Low

Ref 20.00 dBm
Trace 1 Pass

e

Start 865.9615 MHz Stop 867.0385 MHz
#Res BW 1.0 kHz Sweep 1.33 s (1001 pts)

IMSG

#VBW 3.0 kHz*

Frequency

Auto Tune

Center Freq
866.500000 MHz

StartFreq
865.961500 MHz

Stop Freq
867.038500 MHz

CF Step
107.700 kHz

uto Man

Freq Offset
0 Hz

Agilent Spectrum Analyzer - Swept SA

ALIGN AUTO
Avy Type: Pwr(RMS)
Avg|Held: 3i100

07:18:54 AMOct 31, 2017

PNO: Far () Trig: Free Run
IFGain:Low #Atten: 30 dB

T“:/JUL

Start 862.600 MHz
#Res BW 1.0 kHz

IMSG

Stop 870.400 MHz

#VBW 10 kHz* Sweep

Figure 5 Out Of Band Domain for Operating Channel with reference BW

TracelDet

Select Trace
Trace 1

Clear Write

Trace Average

Max Hold

View/Blank N
Trace On

More
10f3

9.29 s (1001 pts) %

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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869.5MHz OCW=215.4KHz

Agilent Spectrum Analyzer - Swept SA
- | T R e : ALIGN AUTO

Start Freq 868.961500 MHz Avg Type: Pwr(RMS) ; Frequency
&) Trig: Free Run Avg|Held: 781100

IFGain:Low #Atten: 30 dB

Auto Tune

Ref 20.00 dBm
Trace 1 Pass

Center Freq
869.500000 MHz

StartFreq
868.961500 MHz

Stop Freq
870.038500 MHz

CF Step
107.700 kHz

uto Man

Freq Offset
0 Hz

Start 868.9615 MHz Stop 870.0385 MHz
#Res BW 1.0 kHz #VBW 3.0 kHz* Sweep 1.33 s (1001 pts)

IMSG STATUS

Figure 5 Out Of Band Domain for Operating Channel with reference BW

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTO 07:15:15 AMOct 31, 2017

Avy Type: Pwr(RMS) Frequency

Avg|Held: 8/100

PNO: Far () Trig: Free Run
IFGain:Low #Atten: 30 dB

Auto Tune

Trace 1 Pass

Center Freq
866.500000 MHz

StartFreq
862.600000 MHz

Stop Freq
870.400000 MHz

CF Step
780.000 kHz

uto Man

Freq Offset
0 Hz

=

Start 862.600 MHz Stop 870.400 MHz
#Res BW 1.0 kHz #VBW 10 kHz* Sweep 9.29 s (1001 pts)

IMSG STATUS

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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870.5MHz OCW=285.4KHz

Spectrum |

(=]

Ref Level 15.00 dBm @ RBW 1kHz

j& Att 30dE @ SWT 100ms @ YBW 10kHz Mode Auto FFT

Limit
10 dBffe s

heck PA

0.a0 FA|

@1av Clrw

0 dBm

-10 dBm

-20 dBm

-30 dpen=|

570,50

-40 dBm

-50 dBm

-60 dBm

e

-70 dBm

R

CF 870.5 MHz 501 pts

Span 1.427 MHz

J1

Date: 16 _NOV. 2017 11:19:47

Figure 5 Out Of Band Domain for Operating Channel with reference BW

Spectrum |

Ref Level 15.00 dBm
& ALt

@ RBW 1kHz
30 0B & SWT 100 ms & YBW 10 kHz

Mode Auto FFT

@ 1lav Maxr

FA

s

FA

Lirfii eck
10 dE & V4
0 dBm

-10/dBm

0 dBm

00b2
-30 dBm

| |

-40 dBm

-50 dBm /
-60 dBrm

=70 dBm

.

-80 dBm

MM

CF 872.9 MHz 501 pts

Span 6.6 MHz

J1

Date: 16 _NOV. 2017 11:37:3R

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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873.5MHz OCW=285.4KHz

Spectrum |

(=]

Ref Level 15.00 dBm @ RBW 1kHz
j& Att 30 dE @ SWT 100 ms @ VBW 10 kHz

Mode Auto FFT

Limit
10 dBffe s

heck

@ 1lav Max
PA
9.0k FA

0 dBm

-10 dBm

-20 dBm

-30 dpen=|

273,30

-40 dBm

-50 dBm

-60 dBrm

e

-70 dBm

\k-\»_

CF 873.5 MHz

a0l pts

Span 1.427 MHz

J1

Date: 16_NOV.2017 11:13:52

Figure 5 Out Of Band Domain for Operating Channel with reference BW

Spectrum |

Ref Level 15.00 dBm @ RBW 1kHz
jo Att 30 dB @ SWT 100 ms @ VYBW 10 kHz

Mode Auto FFT

Lirft
10 dBfpe

eck FA

@ 1lav Max

P FA

0 dBm

-10/dBm

0 dBm

00bz
-30 dBm

-40 dBm

-50 dBm

-60 dBm

-70 dBrm

/

,Aw*"/

-80 dBm

M

[ Ry

Start 869.6 MHz

501 pts

Stop 876.2 MHz

J1

Date: 16 ._NOV._2017 114070

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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875.5MHz  OCW=285.5KHz

Spectrum

15

Ref Level 15.00 dBr & RBW 1 kHz
® Att 30 dB & SWT 100 ms & VBW 10 kHz  Mode Auto FFT
@ 14w Max
Limit Gheck PART
10 dEfim sy PAEE

0 dem

| -

01 -2.540 dam

GF B75.50005 MHz 501 pts Bpan 1.4275 MHz

i ] g we

P

Figure 5 Out Of Band Domain for Operating Channel with reference BW

( ] In:n
Spectrum N

Ref Level 15.00 dBm @ RBW 1kHz
jo Attt 30dE @ SWT 100 ms @ VYBW 10 kHz Mode auto FFT
@14y Max

Liffiit ¢heck ungz l
10 dBffe oy rE \
0 dBm \
-10/dem \

0 dBm

Dok ! \
-30 dBm / \
-40 dBm / \
-50 dBm / \
-60 dBm / \
-70 dBm ‘J‘/
-80 dBm ]
|t
Start 869.6 MHz 501 pts Stop 876.2 MHz

J1 ] T

NDate: 16 NOV 2017 11:3A:59

Figure 6 Out Of Band Domain for Operational Frequency Band with reference BW
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9. UNWANTED EMISSIONS IN THE SPURIOUS DOMAIN

9.1 APPLICABILITY
This items applies to all equipment.

9.2 LIMITS OF UNWANTED EMISSIONS IN THE SPURIOUS DOMAIN
Refer to chapter 5.9.2 of ETSI EN 300 220-1 V3.1.1

The power of any unwanted emission in the spurious domain shall not exceed the values given in

Table 19.
Table 19: Spurious domain emission limits

Frequency 47 MHz to 74 MHz Other frequencies Frequencies
87,5 MHz to 118 MHz below 1 000 MHz above 1 000 MHz
174 MHz to 230 MHz
State 470 MHz to 790 MHz
TX mode -54 dBm -36 dBm -30 dBm
RX and all other modes -57 dBm -57 dBm -47 dBm

9.3 MEASURING INSTRUMENTS AND SETTING

RBW
Operating Mode Frequency Range REF
(see note 2)
Transmit mode 9 kHz =f< 150 kHz 1 kHz
150 kHz = f < 30 MHz 10 kHz
30MHz <f<f_-m 100 kHz
f.-m=f<f-n 10 kHz
fo-nsf<f-p 1 kHz
frp<f=f,+n 1 kHz
fern<fsf.+m 10 kHz
fc+m<fE'IGHz 100 kHz
1GHz <f=6 GHz 1 MHz
NOTE 1: fis the measurement frequency.
f. is the Operating Frequency.
mis 10 x OCW or 500 kHz, whichever is the greater.
nis 4 x OCW or 100 kHz, whichever is the greater.
pis2,5x OCW.
NOTE 2- If the value of RBW used for measurement is different from RBW oc, use bandwidth correction from
clause 4.3.10.1.

Table 22: Spurious Radiations radiated Measurement Frequency Range

Frequency Range
25 MHz to 6 GHz
NOTE: The measurements need only to be performed over the frequency range
4 GHz to 6 GHz if emissions are detected within 10 dB of the specified limit
between 1,5 GHz and 4 GHz.

9.4 TEST PROCEDURES
Refer to chapter 5.9.3.3.2 of ETSI EN 300 220-1 V3.1.1 (2017-02)
Measurement
[ ]Conducted measurement | XJRadiated measurement
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9.5 TEST SETUP LAYOUT

Fully Anechoic Chamber

VO SRR VR

Radio
Absorbing
Matenal .

l i ” T'V"

| |45m —| ;|-

<) e
Analyzer

9.6 EUT OPERATION DURING TEST

The EUT was programmed to be in continuously transmitting mode.
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9.7 TEST RESULTS

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 24 C Relative Humidity: |54%
Pressure: 1010 hPa Test Power: DC 3.3V
Test Mode: TX for 866.5MHz
BELOW 1 GHz WORST- CASE DATA(25 MHz ~ 1GHz)
Polar e ey Rlz\a/lae(;(iar:g Rl ErIT_]iaSvSeI;)n L s Margin Detector
(HIV) Type
(MHz) (dBm) (dB) (dBm) (dBm) (dB)
V 56.3110 -97.48 19.61 -77.87 -54 -23.87 peak
V 128.9650 -91.95 9.75 -82.20 -36 -46.20 peak
\Y 275.3755 -94.86 11.72 -83.14 -36 -47.14 peak
V 552.5651 -95.45 15.51 -79.94 -54 -25.94 peak
V 626.6232 -95.19 20.96 -74.23 -54 -20.23 peak
V 855.5798 -82.75 23.79 -58.96 -36 -22.96 peak
H 37.6952 -96.01 19.15 -76.86 -36 -40.86 peak
H 166.9140 -97.51 9.55 -87.96 -36 -51.96 peak
H 236.4048 -90.58 11.72 -78.86 -36 -42.86 peak
H 288.6630 -97.33 12.24 -85.09 -36 -49.09 peak
H 439.3199 -91.26 15.64 -75.62 -36 -39.62 peak
H 816.2131 -94.96 23.79 -71.17 -36 -35.17 peak
Remark:
Absolute Level= ReadinglLevel+ Factor, Margin= Absolute Level - Limit
ABOVE 1 GHz WORST- CASE DATA (1GHz ~ 12.75GHz)
Polar Frequency Rlzaﬂae(;?r:g Factor ET(':\Z?” Limits Margin | Detector
(HIV) MHz) | @Bm) | @) | @m | @m | @ | P
\% 56.4670 -97.63 19.61 -78.02 -54 -24.02 peak
\% 128.3828 | -91.83 9.75 -82.08 -36 -46.08 peak
Vv 276.9943 | -95.03 11.72 -83.31 -36 -47.31 peak
Y, 552.2350 | -96.14 15.51 -80.63 -54 -26.63 peak
\% 626.4317 | -95.48 20.96 -74.52 -54 -20.52 peak
Vv 856.2826 | -82.98 23.79 -59.19 -36 -23.19 peak
H 36.7173 -96.19 19.15 -77.04 -36 -41.04 peak
H 165.5728 | -97.26 9.55 -87.71 -36 -51.71 peak
H 236.2783 | -90.39 11.72 -78.67 -36 -42.67 peak
H 287.5338 | -97.89 12.24 -85.65 -36 -49.65 peak
H 440.9365 | -92.12 15.64 -76.48 -36 -40.48 peak
H 816.4330 | -94.29 23.79 -70.50 -36 -34.50 peak
Remark:
Absolute Level= ReadingLevel+ Factor, Margin= Absolute Level - Limit

The mode TX for 866.5MHz is the worst mode.
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EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 24 C Relative Humidity: |54%
Pressure: 1010 hPa Test Power: DC 3.3V
Test Mode: RX for 866.5MHz
BELOW 1 GHz WORST- CASE DATA(25 MHz ~ 1GHz2)
Polar Frequency R'\eA:(;?r:g Factor ET'eSVSellon Limits Margin remark
(HIV)
(MHz) (dBm) (dB) (dBm) (dBm) (dB)
V 34.1011 -88.99 26.21 -62.78 -57 -5.78 peak
V 175.7091 -90.55 18.83 -71.72 -57 -14.72 peak
V 236.1052 -86.80 24.48 -62.32 -57 -5.32 peak
V 378.7441 -93.79 27.43 -66.36 -57 -9.36 peak
V 525.5844 -95.11 31.46 -63.65 -57 -6.65 peak
V 759.1525 -93.93 34.55 -59.38 -57 -2.38 peak
H 46.5773 -90.14 27.92 -62.22 -57 -5.22 peak
H 186.5132 -95.17 17.84 -77.33 -57 -20.33 peak
H 275.4945 -95.46 21.01 -74.45 -57 -17.45 peak
H 390.5175 -92.37 25.35 -67.02 -57 -10.02 peak
H 479.1427 -93.83 29.69 -64.14 -57 -7.14 peak
H 625.1242 -96.48 33.43 -63.05 -57 -6.05 peak
Remark:
Absolute Level= ReadingLevel+ Factor, Margin= Absolute Level - Limit
ABOVE 1 GHz WORST- CASE DATA (1GHz ~ 12.75GHz)
Polar Frequency RZ:é?r:g Factor EmL;svs(glt)n Limits Margin remark
(H/V)
(MHz2) (dBm) (dB) (dBm) (dBm) (dB)
V 1716.488 -59.02 -3.33 -62.35 -47 -15.35 peak
V 2528.525 -58.78 -0.24 -59.02 -47 -12.02 peak
V 3326.365 -61.52 0.31 -61.21 -47 -14.21 peak
V 6056.043 -65.44 9.22 -56.22 -47 -9.22 peak
V 7247.153 -69.27 10.36 -58.91 -47 -11.91 peak
V 8033.591 -69.91 11.3 -58.61 -47 -11.61 peak
H 1327.250 -60.19 -4.08 -64.27 -47 -17.27 peak
H 2463.232 -66.62 -0.07 -66.69 -47 -19.69 peak
H 4255.080 -62.89 5.31 -57.58 -47 -10.58 peak
H 5531.501 -61.99 6.92 -55.07 -47 -8.07 peak
H 7974.448 -67.54 11.3 -56.24 -47 -9.24 peak
H 9164.298 -72.71 19.23 -53.48 -47 -6.48 peak
Remark:
Absolute Level= ReadingLevel+ Factor, Margin= Absolute Level - Limit
The mode RX for 866.5MHz is the worst mode.
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10 TRANSIENT POWER

10.1 APPLICABILITY
Transient power applies to all transmitters.

10.2 LIMITS OF TRANSIENT POWER

Refer to chapter 4.3.6.2 of ETSI EN 300 220-2 V3.1.1 (2017-02) & clause 5.10.2 of EN 300
220-1Vv3.1.1.

The transient power shall not exceed the values given in Table 23.

Table 23: Transmitter Transient Power limits

Absolute offset from centre RBWpee Peak power limit applicable at measurement points
frequency
= 400 kHz 1 kHz 0 dBm
> 400 kHz 1 kHz -27 dBm

10.3 TEST PROCEDURES

Refer to chapter 5.10.3.2 of ETSI EN 300 220-1 V3.1.1 (2017-02)
Measurement
X Conducted measurement | [ |Radiated measurement

10.4 TEST SETUP

EUT Spectrum PC
Analyzer (Test Software)
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10.5 TEST RESULT

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: TX
863.5MHz
OCW=215.7 KHZ
Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5x OCW - 3 kHz 863.38915 1kHz -61.08 0dBm PASS
0,5 x OCW + 3 kHz 863.6109 1kHz -56.12 0dBm PASS
-OCW 863.7157 10kHz -36.28 0 dBm PASS
+OCW 863.7157 10kHz -26.22 0 dBm PASS
-0,5 x OCW - 400 kHz 862.99215 100kHz -39.63 -27 dBm PASS
0,5 X OCW + 400 kHz 864.0079 100kHz -46.38 -27 dBm PASS
-0,5 x OCW -1 200 kHz 862.19215 300kHz -54.842 -27 dBm PASS
0,5 x OCW +1 200 kHz 864.8079 300kHz -54.922 -27 dBm PASS
866.5MHz
OCW=215.4 KHZ
Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5 x OCW - 3 kHz 866.3893 1kHz -17.17 0 dBm PASS
0,5 x OCW + 3 kHz 866.6107 1kHz -45.00 0 dBm PASS
-OCW 866.7154 10kHz -25.57 0 dBm PASS
+OCW 866.7154 10kHz -33.29 0dBm PASS
-0,5 x OCW - 400 kHz 865.9923 100kHz -45.34 -27 dBm PASS
0,5 x OCW + 400 kHz 867.0077 100kHz -47.18 -27 dBm PASS
-0,5 x OCW -1 200 kHz 865.1923 300kHz -57.67 -27 dBm PASS
0,5 x OCW +1 200 kHz 867.8077 300kHz -57.44 -27 dBm PASS
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869.5MHz
OCW=215.4KHZ
Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5 x OCW - 3 kHz 869.3893 1kHz -41.10 0dBm PASS
0,5 x OCW + 3 kHz 869.6107 1kHz -36.34 0dBm PASS
-OCwW 869.7154 10kHz -24.08 0 dBm PASS
+OCW 869.7154 10kHz -29.21 0 dBm PASS
-0,5 x OCW - 400 kHz 868.9923 100kHz -36.42 -27 dBm PASS
0,5 x OCW + 400 kHz 870.0077 100kHz -40.97 -27 dBm PASS
-0,5 x OCW -1 200 kHz 868.1923 300kHz -57.67 -27 dBm PASS
0,5 x OCW +1 200 kHz 870.8077 300kHz -57.44 -27 dBm PASS
870.5MHz
OCW=0.2854MHz
Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5 x OCW - 3 kHz 870.3543 1kHz -29.39 0 dBm PASS
0,5 x OCW + 3 kHz 870.6457 1kHz -32.13 0dBm PASS
-OCW 870.2146 10kHz -46.6 0dBm PASS
+OCW 870.7854 10kHz -38.69 0dBm PASS
-0,5 x OCW - 400 kHz 869.9573 100kHz -53.91 -27 dBm PASS
0,5 x OCW + 400 kHz 871.0427 100kHz -54.09 -27 dBm PASS
-0,5 x OCW -1 200 kHz 869.1573 300kHz -58.5 -27 dBm PASS
0,5 x OCW +1 200 kHz 871.8427 300kHz -58.53 -27 dBm PASS
873.5MHz
OCW=0.2854MHz
Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5 x OCW - 3 kHz 873.3543 1kHz -29.58 0dBm PASS
0,5 x OCW + 3 kHz 873.6457 1kHz -32.2 0dBm PASS
-OCwW 873.2146 10kHz -46.45 0 dBm PASS
+OCW 873.7854 10kHz -38.76 0dBm PASS
-0,5 x OCW - 400 kHz 872.9573 100kHz -53.86 -27 dBm PASS
0,5 x OCW + 400 kHz 874.0427 100kHz -54.13 -27 dBm PASS
-0,5 x OCW -1 200 kHz 872.1573 300kHz -58.34 -27 dBm PASS
0,5 x OCW +1 200 kHz 874.8427 300kHz -58.47 -27 dBm PASS
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875.5MHz
OCW=0.2855MHz

Offset Frequency Center Frequency RBW Max Vaule Limit Results
MHz (kHz) (dBm) (dBm) (P/F)
-0,5 x OCW - 3 kHz 875.35425 1kHz -29.47 0dBm PASS
0,5 x OCW + 3 kHz 875.64575 1kHz -32.18 0dBm PASS
-OCwW 875.2145 10kHz -36.46 0 dBm PASS
+OCW 875.7855 10kHz -37.13 0dBm PASS
-0,5 x OCW - 400 kHz 874.95725 100kHz -53.48 -27 dBm PASS
0,5 x OCW + 400 kHz 876.04275 100kHz -54.15 -27 dBm PASS
-0,5 x OCW -1 200 kHz 874.15725 300kHz -58.31 -27 dBm PASS
0,5 x OCW +1 200 kHz 876.84275 300kHz -58.3 -27 dBm PASS
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11. ADJACENT CHANNEL POWER

11.1 APPLICABILITY
Adjacent channel power applies to all transmitters with OCW < 25 kHz.

11.2 LIMITS OF ADJACENT CHANNEL POWER
Refer to chapter 4.3.7.2 of ETSI EN 300 220-2 V3.1.1 (2017-02)

Where the operating channel width is less than or equal to 25 kHz, the power in the adjacent
channels shall not exceed the values given in Table 26.

Table 26: Adjacent channel power limits for transmitters with OCW < 25 kHz

Adjacent Channel power | Alternate Adjacent Channel
integrated over power integrated over
0,7 x OCW 0,7 x OCW
. Normal test conditions -20 dBm -20 dBm
OCW < 20 kHz Extreme test conditions -15 dBm -20 dBm
. MNormal test conditions -37 dBm -40 dBm
OCW 2 20 kHz Extreme test conditions -32 dBm -37 dBm

11.3 TEST PROCEDURES
Refer to chapter 5.11.3.3 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement

11.4 TEST SETUP

EUT Spectrum PC
Analyzer (Test Software)
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11.5 TEST RESULT

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %

Pressure: 1012 hPa Test Voltage: N/A

Test Mode: N/A

Note: the equipment is not applicable for adjacent channel power,Adjacent channel power
applies to all transmitters with OCW < 25 kHz.
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12. TX BEHAVIOUR UNDER LOW VOLTAGE CONDITIONS

12.1 APPLICABILITY
TX behaviour under low voltage condition applies to battery powered EUT.

12.2 LIMITS OF TX BEHAVIOUR UNDER LOW VOLTAGE CONDITIONS

Refer to chapter 4.3.8.2 of ETSI EN 300 220-2 V3.1.1 & EN 300 220-1 V3.1.1, clause 5.12.2.

The equipment shall either:
a) remain in the Operating Channel OC without exceeding any applicable limits (e.g. Duty Cycle);
or

b) reduce its effective radiated power below the Spurious Emission limits without exceeding any
applicable limits(e.g. Duty Cycle); or

¢) shut down, (ceasing function);

as the voltage falls below the manufacturers declared operating voltage.

12.3 TEST PROCEDURES
Refer to chapter 5.12.3.2 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement
X]Conducted measurement | [ JRadiated measurement

12.4 TEST SETUP

Spectrum PC
EUT Analyzer
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12.5 TEST RESULT

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26 °C Relative Humidity: |60 %
Pressure: 1010 hPa Test Power: DC3.3V
Test Mode: TX
863.5MHz
DC power Conducted Anf
Supplied (V) DC Power Limits
3.6 9.16 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 8.24 b) reduce its effective radiated power below the Spurious
2.5 5.52 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -12.53 ¢) shut down, (ceasing function);
. as the voltage falls below the manufacturers declared operating
< 1.8 No function voltage.
Test Conditions Stop Function Voltage (V)
T nom(°C) 20 1.8
Result PASS
866.5MHz
DC power Conducted Limits
Supplied (V) DC Power
3.6 9.71 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 8.56 b) reduce its effective radiated power below the Spurious
25 5.79 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -12.37 ¢) shut down, (ceasing function);
. as the voltage falls below the manufacturers declared operating
< 1.8 No function voltage.

Test Conditions Stop Function Voltage (V)

T nom(°C) 20 1.8

Result PASS
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869.5MHz
DC power Conducted Anf
Supplied (V) DC Power Limits
3.6 9.64 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 8.48 b) reduce its effective radiated power below the Spurious
2.5 5.63 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -12.42 ¢) shut down, (ceasing function);
<18 No function \a;sé?sgoltage falls below the manufacturers declared operating

Test Conditions

Stop Function Voltage (V)

T nom(°C) 20

1.8

Result

PASS
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870.5MHz
DC power Conducted Anf
Supplied (V) DC Power Hlis
3.3 10.26 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 9.02 b) reduce its effective radiated power below the Spurious
2.5 5.25 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -11.43 ¢) shut down, (ceasing function);
<18 No function as the voltage falls below the manufacturers declared operating
' voltage.

Test Conditions

Stop Function Voltage (V)

T nom(°C) 20 1.8
Result PASS
873.5MHz
DC power Conducted Limits
Supplied (V) DC Power
3.3 10.14 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 8.57 b) reduce its effective radiated power below the Spurious
2.5 5.14 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -11.33 ¢) shut down, (ceasing function);
<18 No function as the voltage falls below the manufacturers declared operating
' voltage.

Test Conditions

Stop Function Voltage (V)

T nom(°C) 20 1.8
Result PASS
875.5MHz
DC power Conducted Limits
Supplied (V) DC Power
3.3 10.29 a) remain in the Operating Channel OC without exceeding any
applicable limits (e.g. Duty Cycle); or
3 8.46 b) reduce its effective radiated power below the Spurious
2.5 5.15 Emission limits without exceeding any applicable limits
(e.g. Duty Cycle); or
1.8 -11.46 ¢) shut down, (ceasing function);
. as the voltage falls below the manufacturers declared operating
<18 No function voltage
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Test Conditions Stop Function Voltage (V)

T nom(°C) 20 1.8

Result PASS
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13. ADAPTIVE POWER CONTROL

13.1 APPLICABILITY

Adaptive power control applies to all EUT with adaptive power control using EN 300 220-2

V3.1.1 annex C band AA.

13.2 LIMITS OF ADAPTIVE POWER CONTROL

Refer to chapter 4.3.9.2 of ETSI EN 300 220-2 V3.1.1 & EN 300 220-1 V3.1.1 clause 5.13.2.

The peak power measured when active APC function at its minimum setting shall not exceed the

value shown in Table 29.
Table 29: APC power limit

Parameter Limit

Transmitted e.r.p. +7 dBm

13.3 TEST PROCEDURES
Refer to chapter 5.12.3.2 of ETSI EN 300 220-1 V3.1.1 (2017-02)

Measurement

X Conducted measurement | [ |Radiated measurement

13.4 TEST SETUP

Spectrum Analyser/
Power Meter /
Equivalent Device

EUT1 — EUT2
20dB Splitter
Variable
Attenuator
n )
IMAJ'I IMB/'I

Figure 8: APC Measurement Setup

The EUTs shall be set to communicate with each other for at least the APC settling time.
The test equipment shall then be used to measure power for at least 60 seconds.
NOTE: The power measuring interval should be sufficiently long to capture transmissions

from the EUT.

N2017.05.05.0505.V.1.0



Page 55 of 62

Report No.: SER171019767001E

13.5 TEST RESULT

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26 °C Relative Humidity: |60 %

Pressure: 1010 hPa Test Power: N/A

Test Mode: N/A

Note: the equipment is not applicable for Adaptive power control.

N2017.05.05.0505.V.1.0



m Page 56 of 62 Report No.: SER171019767001E

14. RX SENSITIVITY LEVEL

14.1 APPLICABILITY
Polite spectrum access parameters clause applies to EUT with polite spectrum access

instead of duty cycle where permitted by table B.1 in annex B, or table C.1 in annex C or any
NRI of EN 300220-2 V3.1.1.

14.2 LIMITS OF RX SENSITIVITY LEVEL
Refer to chapter 4.4.1.2 of ETSI EN 300 220-2 V3.1.1& EN 300 220-1 V3.1.1, clause 5.14.2.

The sensitivity for receivers shall be below or equal to Table 32 level.

Table 32: Limits for Receiver sensitivity

S=1 DlogRBkH__ —4 dBuv Bﬂ”{f: or

S, =10logRB,,, —117dBm

where:
¢  5;pis the sensitivity in dBm.
. RB is the declared receiver bandwidth in kHz.

The receiver bandwidth RB shall be declared by the manufacturer. RB is the usually 3 dB receive
bandwidth selectivity.

For example, the sensitivity for a 25 kHz Operating Channel equipment with a 16 kHz bandwidth
shall be better than +8 dBuV emf for a 50 Q receiver input impedance. This corresponds to a
receiver sensitivity of -105 dBm.

14.3 TEST PROCEDURES

Refer to chapter 5.14.3.3 of ETSI EN 300 220-1 V3.1.1 (2017-02)
Measurement
X]Conducted measurement | [ JRadiated measurement

14.4 TEST SETUP

signal
EUT generator
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14.5 TEST RESULTS

EUT: LoRa RF Transceiver Module |Model Name: LoRa 1276-C1-868
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC3.3V
Test Mode: RX
Measured value <Limit/ SP
Frequency(MHz) | RBkHz (kHz) Result
(dBm) (dBm)
863.5 298.0519 -101.31 -92.26 PASS
865.5 292.4901 -104.24 -92.34 PASS
869.5 297.9698 -102.43 -92.26 PASS
Measured value <Limit/ SP
Frequency(MHz) | RBkHz (kHz) Result
(dBm) (dBm)
870.5 309.9487 -128.46 -92.09 PASS
873.5 304.1881 -126.83 -92.17 PASS
875.5 309.1436 -129.34 -92.10 PASS
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15.BLOCKING

15.1 APPLICABILITY
Blocking applies to all receivers.

15.2 LIMITS OF BLOCKING
Refer to chapter 4.4.2.2 of ETSI EN 300 220-2 V3.1.1 & EN 300 220-1 V3.1.1 clause 5.18.2.

The blocking levels at the specified frequency offsets shall be equal to or greater than the limits
Table 40, except at frequencies where spurious responses are found.

Table 40: Blocking level parameters for RX category 3

Limits

Requirement -
Receiver category 3

Blocking at £2 MHz from OC edge fhigh and flow = -80 dBm

Blocking at +10 MHz from OC edge fhigh and fiow > -60 dBm
i 0

Blocking at £5 % of Centre Frequency or 15 MHz, > .60 dBm

whichever is the greater

The blocking levels at the specified frequency offsets shall be equal to or greater than the limits
Table 41, except at frequencies where spurious responses are found.

Table 41: Blocking level parameters for RX category 2

Limits

Requirement -
Receiver category 2

Blocking at +2 MHz from OC edge fhigh and fiow > -69 dBm

Blocking at +10 MHz from OC edge fhigh and fiow > -44 dBm

Blocking at +5 % of Centre Frequency or 15 MHz,

v

-44 dBm

whichever is the greater

The blocking levels at the specified frequency offsets shall be equal to or greater than the limits
Table 42, except at frequencies where spurious responses are found.

Table 42: Blocking level parameters for RX category 1.5

Limits

Requirement -
Receiver category 1.5

Blocking at £2 MHz from OC edge fhigh and flow > -43 dBm

Blocking at +10 MHz from OC edge fhigh and fiow 2 -33dBm

Blocking at £5 % of Centre Frequency or 15 MHz,
whichever is the greater

v

-33.dBm

The blocking levels at the specified frequency offsets shall be equal to or greater than the limits
Table 43, except at frequencies where spurious responses are found.
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Table 43: Blocking level parameters for RX category 1

Limits

Requirement -
Receiver category 1

Blocking at +2 MHz from OC edge fhigh and flow 2 -20 dBm

Blocking at +10 MHz from OC edge fhigh and fiow > -20 dBm
i 0

Blocking at +5 % of Centre Frequency or 15 MHz, > 20 dBm

whichever is the greater

15.3 TEST PROCEDURES
Refer to chapter 5.18.6.3&5.18.6.4 of ETSI EN 300 220-1 V3.1.1 (2017-02)
Measurement
X]Conducted measurement | [ |Radiated measurement

15.4 TEST SETUP

Signal
Generator
A

Combiner EUT

Signal
Generator
B

Figure 10: Blocking measurement arrangement
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15.5 TEST RESULTS
EUT: LoRa RF Transceiver Module |Model Name: kAOO%iIEF Transceiver
Temperature: 26°C Relative Humidity: |53 %
Pressure: 1012 hPa Test Voltage: DC 3.3V
Test Mode: RX
863.5MHz
Flow= 863.3889MHz; Fhigh=863.6046MHz
Receiver Test Reciever Measurement
i
category Frequency offset Fr?'\cjlllj_'ezr;cy BW(kHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 865.3889 298.0519 -42 -69
-2 MHz of Fioy 861.3889 298.0519 -55 -69
+2 MHz of Fpign 865.6046 298.0519 -53 -69
-2 MHz of Fpjgn 861.6046 298.0519 -51 -69
5 +10 MHz of Fio 873.3889 298.0519 -46 -44
-10 MHz of Fioy 853.3889 298.0519 -47 -44
+10 MHz ofFpign 873.6046 298.0519 -39 -44
-10 MHz of Fign 853.6046 298.0519 -33 -44
-43.175 MHz 820.325 298.0519 -34 -44
+43.175MHz 906.675 298.0519 -36 -44
866.5MHz
Flow= 866.3896MHz; Fhigh=866.605MHz
Receiver Test Reciever Measurement
i
category Frequency offset Fr((a'\c/|lllj_|ezr;cy BW(kHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 868.3896 292.4901 -42 -69
-2 MHz of Figy 864.3896 292.4901 -45 -69
+2 MHz of Fign 868.605 292.4901 -55 -69
-2 MHz of Fpign 864.605 292.4901 -43 -69
9 +10 MHz of Fion 876.3896 292.4901 -40 -44
-10 MHz of Fioy 856.3896 292.4901 -41 -44
+10 MHz ofFpign 876.605 292.4901 -37 -44
-10 MHz of Fpign 856.605 292.4901 -38 -44
-43.325 MHz 823.175 292.4901 -35 -44
+43.325MHz 909.82 292.4901 -36 -44
869.5MHz
Flow= 869.3891MHz; Fhigh=869.6045MHz
Receiver Test Reciever Measurement
< limi
category Frequency offset Fr?&llJ_lle;cy BW(KkHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 871.3891 297.9698 -49 -69
-2 MHz of Fioy 867.3891 297.9698 -43 -69
+2 MHz of Fpign 871.6045 297.9698 -56 -69
-2 MHz of Fpign 867.6045 297.9698 -49 -69
2 +10 MHz of Fion 879.3891 297.9698 -38 -44
-10 MHz of Fioy 859.3891 297.9698 -41 -44
+10 MHz ofFpign 879.6045 297.9698 -38 -44
-10 MHz of Fpign 859.6045 297.9698 -31 -44
-43.475 MHz 826.025 297.9698 -34 -44
+43.475MHz 912.975 297.9698 -35 -44
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870.5MHz
Flow=870.3543MHz; Fhigh=870.63971MHz
Receiver Test Reciever Measurement
< imi
category Frequency offset Fr((el\talLlj_lle)]cy BW(kHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 872.3543 309.9487 -54 -69
-2 MHz of Fioy 868.3543 309.9487 -56 -69
+2 MHz of Fpign 872.6397 309.9487 -52 -69
-2 MHz of Fpign 868.6397 309.9487 -50 -69
5 +10 MHz of Fio 880.3543 309.9487 -43 -44
-10 MHz of Figy 860.3543 309.9487 -46 -44
+10 MHz ofFpign 880.6397 309.9487 -37 -44
-10 MHz of Fyign 860.6397 309.9487 -36 -44
-43.475 MHz 826.975 309.9487 -34 -44
+43.475MHz 914.025 309.9487 -31 -44
873.5MHz
Flow=873.3543MHz; Fhigh=873.6397MHz
Receiver Test Reciever Measurement
< limi
category Frequency offset Fn(allelx_ile;cy BW(kHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 875.3543 304.1881 -53 -69
-2 MHz of Fioy 871.3543 304.1881 -49 -69
+2 MHz of Fpign 875.6397 304.1881 -51 -69
-2 MHz of Fpign 871.6397 304.1881 -47 -69
5 +10 MHz of Fiow 883.3543 304.1881 -39 -44
-10 MHz of Figy 863.3543 304.1881 -35 -44
+10 MHz ofFpign 883.6397 304.1881 -32 -44
-10 MHz of Fpign 863.6397 304.1881 -33 -44
-43.475 MHz 829.825 304.1881 -29 -44
+43.475MHz 917.175 304.1881 -31 -44
875.5MHz
Flow=875.3542MHz; Fhigh=875.6397MHz
Receiver Test Reciever Measurement
e
category Frequency offset Fr?&llJ_lle;cy BW(kHz) Vause(dB) = Limit(dB)
+2 MHz of Fiow 877.3542 309.1436 -52 -69
-2 MHz of Figy 873.3542 309.1436 -48 -69
+2 MHz of Fign 877.6397 309.1436 -53 -69
-2 MHz of Fpign 873.6397 309.1436 -49 -69
5 +10 MHz of Fiow 885.3542 309.1436 -34 -44
-10 MHz of Fioy 865.3542 309.1436 -37 -44
+10 MHz ofFpign 885.6397 309.1436 -32 -44
-10 MHz of Fpign 865.6397 309.1436 -33 -44
-43.475 MHz 831.725 309.1436 -28 -44
+43.475MHz 919.275 309.1436 -29 -44
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APPENDIX-PHOTOGRAPHS OF EUT CONSTRUCTIONAL DETAILS

Radiated Measurement Photos
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