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TLO32FWVO01CT-11440A

1 General Specifications

No. Item Specification Remark

1 LCD Size 3.16 inch (Diagonal)

2 Driver Element a-Si TFT active matrix

3 Resolution 320 (RGB) x820

4 Display Mode Normally Black, Transmissive

5 Pixel Pitch 0.0275 (H) x 0.0825 (V)

6 Display Colors 262K

7 Surface Treatment /

8 Color Arrangement RGB-Stripe

9 Interface 3W SPI+RGB18bit

10 Viewing Direction All

11 Gray Scale Inversion Direction | / Note 1
12 Outline Dimension (mm) 37.0(W) x 84.25 (H) x 3.92 (T)

13 Active Area (mm) 26.40 (W) x67.65 (H)

14 Touch Screen With CTP

15 Display Driver IC ST7701

16 Touch Driver IC FT6336U

Note 1: Viewing direction for best image quality is different from TFT definition. There is a 180°shift.
Note 2: RoHS compliant.
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TLO32FWVO01CT-11440A

2 Pin Assignment

2.1 LCD Pin assignment
Match connector: XF2M-4015-1A (OMRON) or equivalent.

N Symbol 1/0 Description Remark

1 LED A P LED ANODE

2 LED K P LED1 CATHODE

3 LED K P LED2 CATHODE

4 GND P Ground

5 VCl P Power supply

6 RESET | Reset Signal ,Active Low

7 TE(NC) - Not connect.

8 PWM(NC) - Not connect.

9 SDA | SPI Data signal

10 SCK I SPI Clock signal

11 CS | SPI Chip select signal

12 PCLK I RGB dot clock signal

13 DE | RGB data enable signal

14 VSYNC | RGB frame synchronizing signal

15 HSYNC | RGB line synchronizing signal
RGB data signal:
DBO:BIUE LSB--DB5:BIUE MSB;

16733 DBO~DB17 DB6:GREEN LSB--DB11:GREEN,MSB;

DB12:RED LSB--DB17:RED MSB.

34 GND P Ground

35 TP_INT I/0 Touch Interrupt.

36 TP_SDA I/O Touch |IC Data signal.

37 TP_SCL I Touch |IC Clock signal.

38 TP_RESET I Touch Reset Signal.

39 TP_VCI P Touch Power supply.

40 GND P Ground

I---Input, O---Output, P--- Power/Ground
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TLO32FWVO01CT-11440A

3  Absolute Maximum Ratings

Ta=25TC
Item Symbol Min. Max. Unit Remark
Vvl -0.30 +4.6 Vv
Power Voltage
TP_VCI -0.30 +3.6 Vv
Operating Temperature Top -20.0 70.0 C
Storage Temperature Tst -30.0 80.0 C
Operating and Storage o 0 o
Humidity Hstg 10% 90% %(RH)
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TLO32FWVO01CT-11440A

4. Electrical Characteristics

4.1 Recommended Operating Condition

VCI=3.3V, GND=0V, Ta=257

Item Symbol Min. Typ. Max. |Unit Remark
Power supply Vel 28 | 30| 33 |V
Voltage
TP Power TP_VCI 2.8 3.0 3.3 \Y
nput [V Vi 0 - lo3xva| v
. Level
Signal Hich
Voltage | & Vi |07xval| - val | v
Level
Power supply Ival - 30 50 mA |VCI=3.3V, color bar pattern
Voltage
4.2 Backlight Unit Driving Condition
Item Symbol Min. Typ. Max. Unit Remark
Forward Current le - 20 25 mA
Forward Current Voltage Vv - 12.8 13.2 Vv 4LEDs
_ g F : : (4 LED Serial,
BaCkIIght F?Ower W, - 256 330 mwW 1LED ParaIIeI)
Consumption
Operating Life Time -- 20000 -- -- hrs  [Note 2, Note 3

Notel: The LED driving condition is defined for each module (4 LED Serial, 1 LED Parallel).

Note2: When LCM is operated, the stable forward current should be inputted. And forward voltage is for

reference only.

Note3: Optical performance should be evaluated at Ta=25°C When LED is driven at high current, high

ambient temperature & humidity condition. The life time of LED will be reduced. Operating life means
brightness goes down to 50% initial brightness. Typical operating life time is estimated data.

Note4: The LED driving condition is defined for each LED module.

A

www.shtdo.com

Page 7 of 20

Rev.1.0




TLO32FWVO01CT-11440A

5 Timing Chart

5.1 Serial Interface Characteristics (3-line serial):

Ccsx .
Vi . |
i n Tscvew'T scver 4 I Ta ,
:1 Tese | .—I | e
scL e | Toow/Tain Vin =Y
= | Tanw/TanR |§ ? Vi
Tsps ' | Tsou | I
Vi 2 '
SDA v * ;
N 7£ | Tac 4 Ton Vi
DoOuUT I el -
3-line serial Interface Timing Characteristics
VDD=28, AGND=DGND=0V, Ta=257T
Signal Symbol Parameter Min Max Unit Description
Tess Chip select setup time (write) 15 ns
TesH Chip select hold time (write) 15 ns
CsX Tess Chip select setup time (read) B0 ns
Tsce Chip select hold time (read) 80 ns
Teww Chip select "H” pulse width 40 ns
Tscvew Serial clock cycle (Write) 53] ns
Tsnw SCL "H” pulse width (\Write) 15 ns
Tauw SCL"“L" pulse width (\Write) 15 ns
SCL
Tscver Serial clock cycle (Read) 150 ns
Tsur SCL “H’ pulse width (Read) B0 ns
Tar SCL "L" pulse width (Read) B0 ns
SDA Tsos Data setup time 10 ns
{DIN) TsoH Data hold time 10 ns

J-line serial Interface Characteristics

Note : The rising time and falling time (Tr, Tf) of input signal are specified at 15 ns or less. Logic high and low levels are specified as
30% and 70% of VDD for Input signals.
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TLO32FWVO01CT-11440A

5.2 RGB Interface Characteristics :

5.2.1 TFT-LCD Input Clock and Data timing Diagram:
e i » e Lo »
v 7
HSYNC i { | \l_”
VSYNC ViL P Il
I. | ! 1
|
T | des o
s L :
ENABLE >§I Ym0 L“'}<
Iy F, r | F
I A T #f
: T. 0 1
T\L‘H“ PWII e PWDH »
[
|
I r r
DOTCLE i | I Vin AN
I YV, Vit P |
1 I I
I‘ [ ] Tr\.'rn 'I-..
(i ! = |
[ i
T Ll‘ -rllf\ll el
~ ey T L |
Data Bus %! Vin Write Data Vin li’(
Write I e b
I
VDD=2.8 AGND=DGND=0V, Ta=25 T
Signal Symbol Parameter MIN | MAX | Unit Description
HSYNC,
Tsyncs WSYNC, HSYNC Setup Time 5 - ns
WSYNC
Tens Enable Setup Time 5 - ns
ENABLE
Tenu Enable Hold Time 5 - ns
PWDH DOTCLK High-level Pulse Width 15 - ns
PWDL DOTCLK Low-level Pulse Width 15 - ns
DOTCLK
Tereo DOTCLK Cycle Time 33 - ns
Trghr, Trghf DOTCLK Rise/Fall time - 15 ns
Tros PD Data Setup Time 5 - ns
DB
TroH PD Data Hold Time 5 - ns

18Bits RGB Interface Timing Characteristics
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TLO32FWVO01CT-11440A

5.2.2 Recommended Timing Setting of TCON

Vertical Synec.

VP

h

r
Vs Invisible image
Y = Timing information which cannot be seen on the display
= blank time
vbp DE="0" (low)
¥
~
Visible image
= whick can be seen on the display
= active area
vdisp DE="1" (high)
¥
vip

Horizontal Syne.

hpw " hbp

hdisp

hfp

HP

TCON (Embedded in Source IC) Input Timing (DCLK, HS, VS, DE)
VCI=3.30V, GND=0V, Ta=25"C

Parameter Symbol Min. Typ. Max. Unit Remark
44 MHz
DCLK Felk
telk 22.7 ns
3 tclk
HSD hpw
hbp 251 telk
hfp 150 telk
6 th
VSD v
Note: For reference only, it needs to be adjusted according to the actual display effect
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TLO32FWVO01CT-11440A

TCON Vertical Input Timing Diagram HV

The timing chart of RGB interface DE mode is shown as follows.

W back porch (Tt Tes)

HS

1frame (Tue)

||

V front porch (Te)

1line (Tws)
Valid data (Taaiss)

Hfront porch (Tasw)

I

REBO000CCHL,

H back @I\ (Tazat Thag)
o (AT
DE
':t’fL‘:sﬂ Invalid
'Eﬂ;g‘ Invalid

Invalid

eRROCO0COLLLO000N

Note: The setting of front porch and back porch in host must match that in IC as this mode.

Timing Chart of Signals in RGB Interface DE Mode
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TLO32FWVO01CT-11440A

The timing chart of RGB interface HV mode is shown as follows.

W back porch (T,s+ Tues)

VS

HS

1 frame (Twz)

W front porch (To)

Ce g

HS

H backiporch (TogwtTres)

1 line (Tus)
Valid data (Thas)

H front porch (Taw)

sl Uit ihiiiias

ST F
B |

(el

rE "

Data

Latch

5.3 Reset input timing

= o DBBR000000CCN

Irnvalid

Timing chart of RGB interface HV mod

Shorter than Sus

R /

E‘—TRT —":
Display ' — =
: : Initial condition
status Normal operation >< During reset >< (Default for H/W reset)
Reset Timing
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TLO32FWVO01CT-11440A

VDD=2.8 AGND=DGND=0V, Ta=25 C

Related Pins Symbol Parameter MIN MAX Unit
TRW Reset pulse duration 10 - us
RESX - 5(Note 1, 5) ms
TRT Reset cancel
120({Note 1,6, 7) ms
Notes:

1. The reset cancel includes also required time for loading ID bytes, VCOM setting and other settings
from NVM (or similar device) to

registers. This loading is done every time when there is HW reset cancel time (tRT) within 5 ms after
a rising edge of RESX.

2. Spike due to an electrostatic discharge on RESX line does not cause irregular system reset
according to the table below:

RESX Pulse Action
Shorter than 5us Reset Rejected
Longer than Sus Reset

Between 5us and 9us Reset starts

3. During the Resetting period, the display will be blanked (The display is entering blanking sequence,
which maximum time is 120

ms, when Reset Starts in Sleep Out —mode. The display remains the blank state in Sleep In —mode.)
and then return to Default condition

for Hardware Reset.

4. Spike Rejection also applies during a valid reset pulse as shown below:

| 10ps

Reset is accepted

M Lezs than 2 Oms width positive spile will be rejested.

5. When Reset applied during Sleep In Mode.

6. When Reset applied during Sleep Out Mode.

7. It is necessary to wait 5msec after releasing RESX before sending commands. Also Sleep Out
command cannot be sent for

120msec.
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TLO32FWVO01CT-11440A

5.4 POWER ON/OFF

SEQUENCE (VCI=VDD)

VDD /1

P

Timing when the |atter signal rises up to 90% of its typical value.
e.g. When VDD comes later, this timing is defined at the cross
paint of 90% of 2.75V, not 90% of 2.6V.

Timing when the latter signal falls up to 90% of its typical value.
e.g. When VDD comes later, this iming is defined at the cross
paint of 90% of 2.75V, not 90% of 2.6V.

Tfpw_csx = +/- no limit
: Tfpn;,-'_csx = +/- no limit |
PR

CcsX HorL | "
_.E TrP'J'l."-RESX =+ no “mﬂ
RESX -
(Power down in Tfew.rEs1 = Min —

sleep-out mode)

120ms

Tfew.resxe = Min Oms—» «—

Trew.resx = + no limit

RESX Bl'i
(Power down in 30% |
sleep-in mode) |

Tfrueres:: is applied to RESX falling in the Sleep Out Mode.
Tfru-res:z iS applied to RESX falling in the Sleep In Mode.
T2>200mS Normal operation
T1<1mS Backlight
—>
— 90% VDD
" 10%
GND
) Power ON - ) Power OFF i
Power Display Backlight Normal
supply ON > ON > ON > operation
Normal Backlight Display Power
operation > OFF > OFF > supply
OFF

www.shtdo.com
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TLO32FWVO01CT-11440A

6 Optical Characteristics

Ta=25C
Item Symbol | Condition Min. Typ. Max. Unit | Remark
oT 80 85 -
6B 80 85 -
View Angles CR=10 Degree | Note 2
oL 80 85 -
BR 80 85 -
. Notel
Contrast Ratio CR 0=0° 720 900 -
Note3
Ton
. 0 Notel
Response Time 25C - 25 30 ms
Tore Note4
X 0.274 0.304 | 0.334
White
y 0.303 0.333 | 0.363
X 0.622 0.652 0.682
Red 0292 | 0322 | 0352
Chromaticit Y Backlight s : : : Notel
y y on 0.257 | 0.287 | 0.317 Note5
Green
y 0.528 0.558 | 0.588
X 0.109 0.139 0.169
Blue
y 0.083 0.113 0.143
. . Notel
Uniformity U 75 80 - %
Note6
NTSC 55 60 - % | Note5
) Notel
Luminance L 250 280 - cd/m?
Note7
Test Conditions:
1. l=20mA, Ve=12.8V and the ambient temperature is 252 ‘C .humidity is 657%
2. The test systems refer to Note 1 and Note 2.
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TLO32FWVO01CT-11440A

Note 1: Definition of optical measurement system.

Properties are measured at the center point of the LCD screen. All input terminals LCD panel must be
ground when measuring the center area of the panel.

Item Photo detector | Field

Photo detector = | |

Field :
Contrast Ratio

Luminance

SR-3A 1°

Chromaticity

TFT-LCD Module
l LCD Panel

1 Lum Uniformity
' , Response Time BM-7A 2°

The center of the screen

Note 2: Definition of viewing angle range and measurement system.

Viewing angle is measured at the center point of the LCD by CONOSCOPE(ergo-80) .

Normal line ®=90°
12 o'clock direction
g=g=0"
.'ll{l /l’
E-T?":“L - ol

RN
bt A
{//’__,.-* /
-\4,““‘: {f{_/____..-
®=0°
Active Area //

FPC

~ ©=270°
6 o'clock direction

Note 3: Definition of contrast ratio

Luminance measured when LCD is on the " White" state
Luminance measured when LCD is on the "Black” state

Contrast ratio (CR) =

“White state “: The state is that the LCD should drive by Vwhite.
“Black state”: The state is that the LCD should drive by Vblack.

Vwhite: To be determined  Vblack: To be determined.

Note 4: Definition of response time
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TLO32FWVO01CT-11440A

The response time is defined as the LCD optical switching time interval between “White” state and “Black”
state. Rise time (Ton) is the time between photo detector output intensity changed from 90% to 10%. And
fall time (Tore) is the time between photo detector output intensity changed from 10% to 90%.

(White (TFT OFF) Black (TFT ON) White (TFT OFFy

100%
90%

Photo detector output
(Relative value)

Ton
Note 5: Definition of color chromaticity (CIE1931)
Color coordinates measured at center point of LCD.
Note 6: Definition of luminance uniformity

Active area is divided into 9 measuring areas (Refer Fig. 2). Every measuring point is placed at the center of
each measuring area.

Luminance Uniformity (U) = Lmin/ Lmax

L------- Active area length W----- Active area width
" L
~ L/6 L/3 L/3
; T (M
\_/ N/ \_/
%
> g - Y ()
o _/ \_/
™
=
N iy Y
N NS \_/

Lmax: The measured Maximum luminance of all measurement position.
Lmin: The measured Minimum luminance of all measurement position.
Note 7: Definition of luminance:

Measure the luminance of white state at center point.
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7 Environmental / Reliability Test
No Test ltem Condition Remarks
1 High Temperature Ts = +70°C. 240 hours No abnormalities in functions
Operation !
2 Low Temperature Ta=-20°C, 240 hours No abnormalities in functions
Operation
High Temperature . e .
3 Ta =+80°C, 240 hours No abnormalities in functions
Storage
4 Low Temperature Ta=-30°C, 240 hours No abnormalities in functions
Storage
Storage at High
5 [Temperature and |Ta=+60°C, 90% RH max,240hours No abnormalities in functions
Humidity
-30C 30 min~+70C 30 mi
Thermal Shock i min mm_’ Start with cold temperature,
6 . Change time: 0.5 hour ] 5min[] 0.5 . .
(non-operating) End with high temperature,
hour.10 Cycle
C=150pF, R=3300Q),5point/panel
Air: £8Kv, 5times;
7 |ESD Contact:+4Kv,5times No abnormalities in functions

(Environment:15°C~357C,
30%~60%.86Kpa~106Kpa)

Notel: Ts is the temperature of panel’s surface.

Note2: Ta is the ambient temperature of samples.
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1 f 2 f 3 f 4 5 f 6 f 7 f 8
iR RE PR AR | Design: (i) | Checked: (Kr#) | Approved: (fitifE)|  TDO0"s code GEEALS) : TLO32FIVO1CT-T14404 Edition (WiA5) 1| 03
ShangHai Top Display Optoelectronics Co.,Ltd Customer’ s nogoAWT wmﬁ%v : m&icsﬁ%ﬁwﬁbv .

Angle (BiLf) : @ |Unit (00) : mn | Page (F#D: 1/1 [Date: ()|  2021-08-20 | Customer Approved By (% //KiA) Date (H ) : A
LCM PIN DESCRIPTION
1 |LEDA
2 | LEDK
37.00£0.10 o 3.9240.25 o 8 3 TLEK
TP 27.00 V.A 5.00 | Lens 1.10 0.40+0.30 36.20 Ml o > —
S - ol 4 4 |GND
& LCD 26.40 AA 5.30 | LCM 2.4040.20 2.90+0.30 . LCM 31.20+0.20 M ~ 5 | VCI
. o
4 e 6| RESET
S ... . M %%mv o
9 [SDA
10 |SCK
11 |CS
12 | PCLK -
13 |DE
< < M 200MP T=0. 1580 o 14 |VSYNC
m, = M Silkscreen black M 15 |HSYNC
9 & © H 16733 |DBO"DB17
S = B*820 b 34 [GND C
3 ol 8 W 35 [TP_INT
9 36 |TP_SDA
37 [TP_SCL
38 |TP RESET | |
39 [TP_VCI
40 | GND
R Remove tape = . V =
Tnsulation Tape Sheet steel Stiffener T=0.20mm
emove tape
2 3 o IC o
ﬁ M C t ﬂ [
~— omponents area
UN. m BEK mi.umshi m
PT Stiffener
0. 20.50+0.10 ] 0.30+0.05 F
7.7910.50 25.31 | 0.50 | ,ﬂooo*u@l@‘mo
LCM Notes: TP Notes:
1.Display Mode: TFT,; 1.1C Model: FT6336U; —
2.Viewing Angle: ALL 2.0peration Voltage: 2.8V~3.3V;
3.LCD Driver IC: ST7701S; 12C Voltage: 2.8V~3.3V;
4.Back Light: LED(White), 12.8V, 20mA; 3.Structure: G+F;
5.0perating Temp: —20°C ~ +70°C; Transmittance: >85%; Hardness: >6H; o
w.m#oa@wmwsﬁuf -30°C z+mwmuw,9 Mmmmazjﬂ Temp: m\om.mno Z+Wrom.mnou&owz%wwﬁiw LED CIRCUIT DIAGRAM:
.Unspecified Tolerances: +£0.30mm; Storage Temp: — ~ , 10~90%RH,; 03 | BEFPORT 53—, AR T 2021-08-20
B8.Requirements on Environmental Protection: RoHS 6.Unspecified Tolerances: £0.20mm; i O A i 0 = WA nw: 2021072
7.Requirements on Environmental Protection: RoHS h “““ L — ! E, cen | 20210724
bR EE RS 5% B
1 f 2 f 3 f 4 i) 5 f 6 f 7 f 8

8 Mechanical Drawing
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9 Precautions for Use of LCD Modules

Handling Precautions

9.1.1 The display panel is made of glass. Do not subject it to a mechanical shock by dropping it from a
high place, etc.

9.1.2 If the display panel is damaged and the liquid crystal substance inside it leaks out, be sure not
to get any in your mouth, if the substance comes into contact with your skin or clothes, promptly wash it
off using soap and water.

9.1.3 Do not apply excessive force to the display surface or the adjoining areas since this may cause
the color tone to vary.

9.1.4 The polarizer covering the display surface of the LCD module is soft and easily scratched.
Handle this polarizer carefully.

9.1.5 If the display surface is contaminated, breathe on the surface and gently wipe it with a soft dry
cloth. If still not completely clear, moisten cloth with one of the following solvents:

— lsopropyl alcohol
— Ethyl alcohol

Solvents other than those mentioned above may damage the polarizer. Especially, do not use the
following:

— Water
— Ketone
— Aromatic solvents
9.1.6 Do not attempt to disassemble the LCD Module.
9.1.7 If the logic circuit power is off, do not apply the input signals.

9.1.8 To prevent destruction of the elements by static electricity, be careful to maintain an optimum
work environment.

9.1.8.1 Be sure to ground the body when handling the LCD Modules.
9.1.8.2 Tools required for assembly, such as soldering irons, must be properly ground.

9.1.8.3 To reduce the amount of static electricity generated, do not conduct assembly and other
work under dry conditions.

9.1.8.4 The LCD Module is coated with a film to protect the display surface. Be care when peeling
off this protective film since static electricity may be generated.

Storage Precautions

9.2.1 When storing the LCD modules, avoid exposure to direct sunlight or to the light of fluorescent
lamps.

9.2.2 The LCD modules should be stored under the storage temperature range. If the LCD modules
will be stored for a long time, the recommend condition is: Temperature : 0°C ~ 40°C Relatively
humidity: <80%

9.2.3 The LCD modules should be stored in the room without acid, alkali and harmful gas.
Transportation Precautions

9.3.1 The LCD modules should be no falling and violent shocking during transportation, and also
should avoid excessive press, water, damp and sunshine.
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